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BATTERY CRIMPER – 12T

12 TONNE BATTERY HYDRAULIC CRIMPERS  
(MADE IN JAPAN)

MODEL NO. REC 6 SERIES
The REC Series battery operated 12 tonne compression tools accept 12 tonne standard dies. Used for applying 
lugs, connectors and compression fittings to copper cables, aluminium, ACSR, ABC and various other cables and 
conductors. The pistol versions “Series 6” tools are well balanced and preferred for overhead and switchboard 
applications. The trigger switch and return button are activated by only one hand, so that other hand is always 
free to hold working material. New electronic circuit board with LED indicates compression status and battery 
capacity. To order complete kits with tool, two batteries and 12/24VDC-230VAC charger - add the suffix (CC) to 
the “Kit Model No.” shown in tables below. 

• Fitted with electronic 
memory function that 
records the number of 
compression cycles.

• Non slip soft grip.
• 12/24VDC-230VAC charger 

included (“CC” kit models)
• 14.4VDC 4.0Ah Lithium-

Ion Batteries with Charge 
Indicator BP-84LI

• Increased battery life 
• Ergonomic design and hand 

grips
• Rapid ram advance 

mechanism
• LED Light (For dark working 

places)
• Improved Motors & Circuit 

Boards (Series 6 Only)

• Crimping Head Swivel 
capability ranging up to 
350° depending on the 
Hydraulic Cimper Model

• Quality ISO9001
• Pinch Free Design - OH&S 

compliant
• These tools are fitted with 

rubber cover to prevent 
accidental flash over (not 
rated).

FEATURES

REC-6431 
Pistol “C” Head

REC-6510 
Pistol “C” Head

REC-H6130 
Pistol “U” Head

Continued Next Page

STANDARD 
ACCESSORIES
• Shoulder strap
• Double moulded carry 

case

Removeable Die 
Holder
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BATTERY CRIMPER – 12T

SPECIFICATIONS

Kit Model No. Style Head 
Type

Jaw 
Opening 

(mm)

Force 
(Kn)

Capacity (mm2) Dimensions 
(mm) 

(LxHxW)

Reservoir 
Capacity (cc)

Wt Inc 
Battery (kg)Al Cu

REC-6431(CC) Pistol C 31 120 300 300 431x284x84 153 7.1
REC-6510(CC) Pistol C 42 120 300 400 453x284x84 153 7.4

REC-H6130(CC) Pistol U 25 120 300 300 423x284x80 153 5.7

* For special lugs, connectors or sleeves contact Specialised Force as we can test crimp materials and suggest 
most suitable models

Refer page 14 for battery and charger details 
Refer pages 18-20 for 12T dies

LED LIGHTS

REC-6431

REC-6510
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BATTERY CRIMPER - 12T

MODEL NO. S7G SERIES 
The S7G Series Battery Hydraulic 12 tonne Crimpers accept industry standard 
12 tonne dies, used for applying compression Lugs, Links, Full-Tension & Non-Tension sleeves to a variety of 
conductor sizes & types, including Copper (CU), Aluminium (AL), ACSR, ABC and a variety of other cables and 
conductors.

DC18RCBL1850B

• Manual retract button does not rely on battery
• Retract stop feature for multiple crimping
• Battery Level Indicator (on battery)
• Ergonomically designed & balanced body for

operator comfort
• Quality backed by ISO9001
• These tools are fitted with rubber cover to prevent

accidental flashover (not rated).

• Japanese quality
• Quick release die retainer
• 270° Swivel head
• OH&S compliant - no retract pinch point
• Well balanced design suitable for overhead,

underground and switchboard applications

Refer pages 18-20 for 12T dies

12 TONNE BATTERY HYDRAULIC CRIMPERS 
(MADE IN JAPAN)

FEATURES

S7G-C431M 
Pistol “C” Head

S7G-C510M 
Pistol “C” Head

ACCESSORIES

Model No. Style
BL1850B Makita 18v 5.0Ah Battery
DC18RC Makita 230V Battery Charger
DM18M Makita to Milwaukee Battery Adaptor

Continued Next Page

DM18M
Now your IZUMI tool can be powered by a Milwaukee Battery. 
Optional Accessory Only. Not an IZUMI Product.

LED Work Light

STANDARD ACCESSORIES • Shoulder strap
• Double moulded carry case

Kit Model No. Style Head
Type

Jaw 
Opening 

(mm)

Force 
(Kn)

Capacity (mm2) Dimensions 
(mm) 

(LxHxW)

Reservoir 
Capacity 

(cc)

Wt Inc 
Battery 

(kg)
Tonne

Al Cu

S7G-C431M(BB) Pistol C 31 120 300 300 413x286x92 153 7.4 12
S7G-C510M(BB) Pistol C 42 120 300 400 436x286x92 153 7.8 12
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BATTERY CRIMPER - 12 & 15T

The NEW S7L Series Battery Hydraulic Crimpers provide faster advance 
retraction speed than previous generation tools. Patent pending Auto-Retract 
feature offers a user-selectable ON/OFF switch for manual or automatic 
retraction. The new ergonomic grip makes it easy for both “on-ground” and “hold-on” operations.

MODEL NO. S7L SERIES 

FEATURES
• Manual mechanical reverse for emergency use
• Manual release valve for emergency, on the bottom 

of a unit
• LED work light for dark working site
• Auto Retract Function by electronic control

• Detection of current waveform turns on/off 
servomotor to open/close valve

12 & 15 TONNE BATTERY HYDRAULIC CRIMPERS  
(MADE IN JAPAN)

Kit Model No. Style Head 
Type

Jaw 
Opening 

(mm)

Force 
(Kn)

Capacity (mm2) Dimensions 
(mm) 

(LxHxW)

Reservoir 
Capacity 

(cc)

Wt Inc 
Battery 

(kg)
Tonne

Al Cu

S7L-431M(BB) Lunch Box C 31 120 300 300 486x263x92 153 7.7 12
S7L-510M(BB) Lunch Box C 42 120 300 400 508x263x92 153 8.0 12

S7L-C610M(BB) Lunch Box C 50 134 400/500 630 574x263x108 440 10.6 15

NOTE: For special cables or conductors contact Specialised Force and we can suggest most suitable models. To 
order complete kits including Crimper, two Batteries and 230VAC Charger - add the suffix (BB) to the “Kit Model 
No.” shown in tables above.

“Series 7 battery crimper provides the IZUMI reliability with the versatility of a Makita battery”

ACCESSORIES

S7L-431M 
Lunchbox “C” Head

S7L-510M 
Lunchbox “C” Head

Model No. Style
BL1850B Makita 18v 5.0Ah Battery
DC18RC Makita 230V Battery Charger
DM18M Makita to Milwaukee Battery Adaptor

DM18M

BL1850B

DC18RC

Now your IZUMI tool can be powered by a 
Milwaukee Battery. Optional Accessory Only. 
Not an IZUMI Product.

S7L-C610M 
Lunchbox “C” Head

STANDARD ACCESSORIES
• Shoulder strap
• Double moulded carry case
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BATTERY CRIMPER –  
12T IN-LINE

IN-LINE BATTERY HYDRAULIC CRIMPERS  
(MADE IN JAPAN)

MODEL NO. SL SERIES
The Izumi SL streamline series hydraulic crimpers were designed for crimping in tight spaces such as 
switchboards and panels or pre-existing cable termination points. They accept standard 12 tonne “C” or “U” 
compression dies. Despite their lightweight “in-line” compact design, their performance is still equivalent to 
that of the pistol style Series 6 tools. The number of times crimping can be completed has increased with the 
inclusion of 4.0 AH BP-84LI batteries.

FEATURES
• The SL-510 is the latched head version of the SL-C510
• Compress conductors up to 400mm²
• Rapid ram advance mechanism
• Right or left handed operation
• 180° swivel head (SL-C510)
• Quality backed by ISO9001
• 14.4VDC 4.0Ah Lithium-Ion Batteries with press charge indicator
• 12/24VDC-230VAC charger included (“CC” kit models)
• Sliding pin with lock function prevents head from opening accidentally

SL-C510 SL-510

Continued Next Page

STANDARD ACCESSORIES
• Wrist strap
• Double moulded carry case
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BATTERY CRIMPER –  
12T IN-LINE

 SL-510                          LED LIGHTS                    SL-C510

Kit Model No. Style HeadType Jaw Opening 
(mm)

Force 
(Kn)

Capacity (mm2) Dimensions 
(mm) (LxHxW)

Reservoir 
Capacity 

(cc)

Wt Inc 
Battery (kg)Al Cu

SL-C510(CC) In-Line C 42 120 300 400 521x150x101 153 7.30
SL-510(CC) In-Line Latched 42 120 300 400 485x121x101 153 5.90

“C” Crimp Head Latched Head

* For special lugs, connectors or sleeves contact Specialised Force as we can test crimp materials and suggest most suitable models

Refer page 14 battery and charger details
Refer page 18-20 for 12 tonne dies  

TOOL SPECIFICATIONS

To order complete kits with tool, two batteries and 12/24VDC-230VAC charger - add the suffix (CC) to the “Kit 
Model No.” shown in tables below.
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BATTERY CRIMPER – 15T

FORCE
15 Tonne Type
JAW OPENING
50mm with Dies fitted
CAPACITY
300mm2 AL & 400mm2  CU* 
500mm2 AL & 630mm2 CU with 15T  
dies
* Accepts existing 12 tonne Standard Dies 

Nest/Indent & “C” connector Dies when 
used with 15T-PU-ADAPTOR

MODEL No. S7L-610M

SPECIFICATIONS
Model No.  S7L-610M

Style Lunch Box
Head Type 15 Ton Latched-Head

Jaw Opening (mm) 50
Force (kN) 134
Capacity Al (mm2) 400/500 mm2

Cu (mm2) 630 mm2

Operating Speed (No 
Load) 11.1 sec

Dimensions (mm) 542 x 263 x 94 (LxHxW)
Oil Capacity 440 ml

Weight 9.0 kg

FEATURES
The S7L-610M has the largest output and 
piston travel of all our battery tools. The piston 
travel is 50mm which accepts mid-span copper 
and aluminium sleeve and cables.
Portability and handling have now been improved 
and, the Crimper now features a new larger handle 
opening with a rocker type advance/retract switch 
located on top of the handle for 1-finger trigger 
operation.  The handle opening and rocker type 
switch is large enough for gloved hand.  It also 
incorporates a built-in foot base with finger indents 
for easier handling when holding the tool with both 
hands.

DIES & ACCESSORIES

15 Tonne Hex Die-Set Suits S7L-610M & S7L-C610M

Model No. mm2 A/F Material Crimp 
Width

15T-26.0AFCU 300 26.0 CU 10.5mm
15T-28.1AFCU 400 28.1 CU 8.5mm
15T-31.0AFCU 500 31.0 CU 7.2mm
15T-37.0AFCU 630 37.0 CU 6.2mm
15T-39.0AFAL 400/500 39.0 AL 16.5mm

Model No. Description
15T-PU-

ADAPTOR
PICK UP ADAPTOR TO SUIT STANDARD 

12TONNE DIES

DETAILS
•  Dies are sold separately.  

Refer below chart for 15 Tonne dies and 
refer pages 18–20 for 12 Tonne Dies (To use 
12T dies you must purchase the 15T-PU-
ADAPTOR as per below table)

• Made in Japan
• LED lights when battery capacity becomes low
• Well balanced & compact design
• Larger handle opening with rocker type switch
• Built-in foot base with finger indents 
• New rapid advance system
• 18 Volt Makita Lithium-ion battery
• 180° swivel head
• Quality backed by ISO9001
• Manual mechanical reverse for emergency use

ORDERING INFORMATION

Refer page 7 for Battery and Charger Details

PLEASE NOTE: Add the suffix (BB) to the model number for 
lithium-ion batteries e.g. S7L-610M(BB)  
Includes: 2 Batteries (Bl1850B) and 18VDC-230VAC Charger 
(DC18RC)

MODEL No: S7L-610M Includes: Crimper with carrrying case and 
shoulder strap only (No Battery or Charger)

MAX
630mm2*

15T-PU-ADAPTOR
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BATTERY MULTI TOOL – 12T

(*FIVE TOOLS IN ONE - WITH ACCESSORY 
HEADS, INTERCHANGEABLE HEADS NOT 
INCLUDED)

Refer page 6 for Battery and Charger Details

MODEL No. 200AT-410 12 Tonne  
Crimp Head attachment to suit 

Opening Between Die Faces 17mm
Maximum Capacity 300mm2 Al/Cu

Weight 2.4kg
Accepts existing 12 ton U-type dies (Refer page 18–20)

MODEL No. 200AT-50YC Cable Cutter 
attachment to suit  

Cutting 
Capacity

Up to 50mm OD Cable  
(Including Insulation)  

Cuts nonferrous cables only
Weight 1.0kg

SPECIFICATIONS

Motor 18 VDC
Reservoir Capacity 78 cc 
Force at Die Face 127 kN

Head Rotation 180°
Size (mm) 346 x 328 x 82 (LxHxW)

Weight  4.0 kg with BL1850B Battery  
(without crimp head)

Crimp Head Attachment
• Accepts existing 12 ton U-type dies
• Maximum Capacity 300mm2 Al/Cu
PLEASE NOTE: Add (BB) to the model number e.g. 
S7G-MX25OM(BB) 
 
Includes: Battery Tool, 2 Batteries (BL1850B) and 
12/24VDC-230VAC Charger (DC18RC)

MODEL No. S7G-MX25OM
200AT-410 12 Tonne Crimp Head Sold Separately

EASY PULL PIN TO 
CHANGE HEADS

HEAD RELEASE PIN

  “FIVE  
IN ONE   
TOOL”* 

Continued Next Page

STANDARD 
ACCESSORIES
• Wrist strap
• Double moulded 

carry case
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BATTERY MULTI TOOL – 12T

MODEL No. 200AT-AP18 Angle Steel 
Puncher attachment to suit  

Punching Capacity
  Supplied with 3 sets of Punch 

Dies 10.5, 13.5 & 17.5 mm 
Diameter for 6mm thick steel

Size (LxHxW) 186 x 130 x 67 mm
Weight 3.8 kg

Throat Depth 47mm
To Centre of Punch 23.5mm

MODEL No. 200AT-13WT Threaded rod 
cutter attachment to suit  

Cutting Capacity:
M10 or 3/8 BSW Steel or Stainless 

Steel Threaded Rod
M12 or 1/2 BSW Steel or Stainless 

Steel Threaded Rod

Includes a 13WT-07 M12 Blade Set 
OPTIONAL BLADE SETS 
13WT-06 M10, 13WT-02 3/8 BSW, 13WT-05 1/2 BSW

MODEL No. 200AT-9PD Knock out 
Puncher attachment to suit  

Punching Capacity
 Up to 63.5mm Stainless Steel 
and (115.5mm) diameter hole on 
3.0mm thickness Mild Steel.

DETAILS
•  Punch & die, Draw Studs & Spacer Collars are the 

same as those used for SH-10. 
•  200AT-9PD comes with Draw Studs & Spacer 

Collars.
FOR STAINLES STEEL, MILD 
STEEL, BRASS, ALUMINIUM 

ETC, TO 3.0MM THICK
Refer pages 291 to 300 for 

suitable Punch & Dies
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TOOL ACCESSORIES – BATTERY

MODEL No. BP-84LI BATTERY

FEATURES
• Battery status level LED indicator: 3 LED= 85% 

remaining, 2 LED= 65%-85% remaining, 1 LED 
= 5%-65%, 0 LED= less than 5% remaining

• High Capacity 4.0Ah Battery Pack
• Lightweight
• Impact resistant  Housing
• Minimally effected by high Temperatures
• Minimal Self Discharge
• No memory effect

MODEL No. CH-120 CHARGER

FEATURES
CHARGES BP-84LI BATTERIES ONLY
• Includes AC/DC charging base with AC/DC 

charge adaptors
• Charger has conditioning feature to 

accommodate memory effect
• 80% charge in 70mins, fully charged in 90mins.
• New interlocking feature- Holds battery 

securely
• Monitors battery temperature & Battery Voltage 

for correct Charging and battery faults

230V BATTERY CHARGER 
ADAPTOR

12/24VDC BATTERY 
CHARGER ADAPTOR 

Model No. Components Voltage/Source Weight
BP-84LI 1 x Battery Only 14.4VDC 600g

CH-120
1 x Charging Base,  

1 x DC Charge Adaptor 12/24VDC  
1 x AC Charge Adaptor 230VAC

230VAC/12/24VDC 975g

BATTERIES AND CHARGER

Battery Level 
LED Indicator

Green- Charging
Orange- Charging Completed
Red- High-Low Temperature
Red Blinking- Error Unable to Charge
None- Stand By.
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HAND CRIMPER – 12T

EP-510C
FITTED WITH A RUBBER BOOT 
FOR ADDED ELECTRICAL  
PROTECTION

FORCE
12 Tonne Type
JAW OPENING
42mm C-HEAD
CAPACITY
300mm2 AL & 400mm2 CU
Standard 12 Tonne Dies 
Nest/Indent & “C” Connector Dies

EP-431

FORCE
12 Tonne Type
JAW OPENING
31mm C-HEAD
CAPACITY
300mm² Al/Cu
Standard 12 Tonne Dies 
Nest/Indent & “C” Connector Dies

SPECIFICATION

Ram Stroke 31mm (Jaw opening)
Reservoir capacity 145 cc
Force at die face 106 kN

Size 610 (L) x 150 (W) mm
Weight 6.3 kg

FEATURES
The EP-431 has a standard jaw opening of 
31mm and features a two stage rapid advance 
pumping system.
This tool was designed for the general electrical 
contractor and electric utility linesman who is 
confronted with larger cable diameter and larger 
connectors.
Most of the internal hydraulic components are the 
same as the EP-510C.

SPECIFICATION

Ram Stroke 42mm (Jaw opening)
Reservoir capacity 200 cc
Force at die face 118 kN

Size 644 (L) x 150 (W) mm
Weight 8.0 kg

FEATURES
The EP-510C hand operated compression tool 
features a large jaw opening and a two stage 
rapid advance pumping system
The jaw opening of 42mm can accept a larger, mid-
span compression sleeve installed on larger cables 
and the cable can then be removed through the jaw 
opening.

MODEL No. EP-510C 
INCLUDED ITEMS 
12T Hand Crimper & double moulded carrying case.

MODEL No. EP-431 
INCLUDED ITEMS 
12T Hand Crimper & double moulded carrying case.

DETAILS (APPLIES TO BOTH MODELS)
• Dies are sold separately 

Refer pages 18-20 for 12T Dies
•  Specify the manufacturer’s die and connector numbers
•  Two stage pumping action for rapid ram advance to the 

connector hold position with minimum pumping action
•  Replaceable Dropout bypass valve cartridge for easy repair
• Fibreglass handles
• 180° swivel head
• Twist handle pressure release

MANUAL CRIMPER 12 TONNE
P
R
O
U
D
LY

 M
ARKETED, SERVICED

 

&
 S

U

PPORTED AUSTRALI
A
 W

ID
E

MAX
400mm2

CU

MAX
300mm2

CU
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REMOTE HEAD CRIMPER – 
12/15T

FORCE
12 Tonne Type

JAW OPENING
31mm C-HEAD

CAPACITY
300mm² Al/Cu

REMOTE HEAD CRIMPER 12 TONNE - Standard 12 Tonne Dies Nest/Indent & “C” Connector Dies

EP-510HE
FITTED WITH A RUBBER BOOT FOR ADDED  
ELECTRICAL PROTECTION

FORCE
12 Tonne Type

JAW OPENING
42mm C-HEAD

CAPACITY
300mm² Al & 400mm² Cu

MODEL No. EP-510HE
INCLUDED ITEMS  
Crimp Head, Steel carrying case with die tray

SPECIFICATION

MODEL No. EP-431HA
INCLUDED ITEMS 
Crimp Head, Steel carrying case with die tray

SPECIFICATION

MAX
300mm2

• Battery or Electric pumps, refer page 103-108 
• Dies are sold separately, refer page 18–20 for 12T Dies 
• Refer page 112-113 for hydraulic coupling configurations and hoses, supplied standard with screw type female 3050-3 coupling

EP-431HA

Ram Stroke 31mm  
(Jaw opening)

Oil volume required 50 cc

Force at die face 106 kN
Size 340 (L) mm

Weight 4.75 kg

Ram Stroke 42mm (Jaw opening)
Oil volume required 77 cc

Force at die face 118 kN
Size 420 (L) mm

Weight 5.7 kg

MODEL No. EP-610HS2
INCLUDED ITEMS  
Steel carrying case with die tray 
(Accepts existing 12 ton Standard Dies Nest/Indent & “C” connector 
Dies when used with 15T-PU-ADAPTOR).

SPECIFICATIONS
Ram Stroke 50mm (Jaw Opening)

Oil volume required 100 cc
Force at die face 139kN

Size 375 (L) mm
Weight 7.0 kg

MAX
400mm2

PINCH FREE MODEL

PINCH FREE MODEL

FORCE
15 Tonne Type

JAW OPENING
40mm with Dies Fitted

CAPACITY
300mm² Al & 400mm² Cu
500mm² AL & 630mm² CU with 15T Dies

MAX
630mm2

EP-610HS2

15T-PU-ADAPTOR

DIES & ACCESSORIES

15 Tonne Hex Die-Set Suits Rec-3610

Model No. mm2 A/F Material Crimp 
Width

15T-26.0AFCU 300 26.0 CU 10.5mm
15T-28.1AFCU 400 28.1 CU 8.5mm
15T-31.0AFCU 500 31.0 CU 7.2mm
15T-37.0AFCU 630 37.0 CU 6.2mm
15T-39.0AFAL 400/500 39.0 AL 16.5mm

Model No. Description

15T-PU-ADAPTOR PICK UP ADAPTOR TO SUIT STANDARD 
12TONNE DIES
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TEST GAUGE 12/15T

MODEL No. PG-610B FORCE TEST GAUGE (12-15T)

Model No.

PG-610B shown fitted into crimper head

PG-610B

Specifications

Dial face up to 176 kN

Size (mm)

250 (L) x 105 (W) x 25 (D)

Weight (kg)

1.5

Included in Kit

Steel carrying case 
Test dies (Blank dies for EP-410)

DETAILS
Used to calibrate output force of 12 and 15 ton tools, designed to fit in all brand 12 ton tools and supplied with U 
& C type test dies. The PG-610B force test gauge can measure output force up to 15 ton. 
When testing the 15 tonne tool (SL7-610M) the U die adapter is necessary.
The PG-610B comes complete with U type test dies and steel carrying case.
Applicable to check output force of most 12 and 15 tonne hydraulic; hand, battery and remote head tools that 
use standard 12 tonne dies.

IMPORTANT NOTE
Output force adjustment of tools requires a calibrated force test gauge and appropriate tools to adjust the relief 
valve. Improper adjustment may result in too high or too low of inner pressure. Higher pressure may cause 
damage to the tool or seals. Lower pressure results in insufficient tool output causing improper connection of 
compressed connectors.
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DIES ALUMINIUM 12 TONNE

Suitable for ALL brands of 12 Battery, Manual & Remote Head  
Hydraulic Compression Tools

Model No. Hex A/F Length Of 
Crimp Face

Conductor 
Details

Aluminium
12T-9.0AFAL 9.0 mm 22.0 mm 6-35 mm2

12T-13.2AFAL 13.2 mm 22.0 mm 50-70 mm2
12T-17.3AFAL 17.3 mm 22.0 mm 95-120 mm2
12T-21.0AFAL 21.0 mm 18.0 mm 150-185 mm2 UTILUX
12T-22.0AFAL 22.0 mm 18.0 mm 150-185 mm2 CABAC
12T-28.4AFAL 28.4 mm 18.0 mm 240-300 mm2

Overhead
12T-14.0AFAL 14.0 mm 22.0 mm 7/2.25 UTILUX
12T-14.5AFAL 14.5 mm 22.0 mm 7/2.50
12T-18.0AFAL 18.0 mm 22.0 mm 7/3.00 & 7/3.75 CABAC
12T-18.3AFAL 18.3 mm 22.0 mm
12T-19.0AFAL 19.0 mm 22.0 mm 7/4.50 CABAC
12T-22.0AFAL 22.0 mm 18.0 mm 19/3.25 CABAC
12T-26.2AFAL 26.2 mm 18.0 mm 19/3.75 CABAC
12T-30.3AFAL 30.3 mm 18.0 mm 19/4.75

ABC
12T-14.0AFALABC 14.0 mm 9.0 mm 25 mm2 ABC
12T-17.3AFALABC 17.3 mm 9.0 mm 35 – 70 mm2 ABC
12T-21.5AFALABC 21.5 mm 9.0 mm 95 – 150 mm2 ABC
12T-25.0AFALABC 25.0 mm 8.0 mm ABC

Specials
12T-7.7AFAL 7.7 mm 25.0 mm

12T-16.5AFAL 16.5 mm 22.0 mm  
12T-21.5AFAL 21.5 mm 18.0 mm
12T-24.9AFAL 24.9 mm 18.0 mm  
12T-30.0AFAL 30.0 mm 18.0 mm  

Steel
12T-7.5AFST 7.5 mm 10 mm INNER STEEL (ACSR)
12T-9.5AFST 9.5 mm 10 mm INNER STEEL (ACSR)

Nest & Indent Sizes For “UG” Aluminium Sector Cable
Conductor 

Size
3 Core 4 Core

Nest Indent Nest Indent
70mm² 12T-12NEST 12T-INDENT14 12T-14NEST 12T-INDENT14
95mm² 12T-12NEST 12T-INDENT15 12T-14NEST 12T-INDENT15
120mm² 12T-12NEST 12T-INDENT16 12T-14NEST 12T-INDENT16
150mm² 12T-12NEST 12T-INDENT17 12T-15NEST 12T-INDENT17
185mm² 12T-12NEST 12T-INDENT18 12T-15NEST 12T-INDENT18
240mm² 12T-12NEST 12T-INDENT19 12T-15NEST 12T-INDENT19
300mm² 12T-12NEST 12T-INDENT20 12T-15NEST 12T-INDENT20

CUTTING DIE Description

12T-CUTTINGDIE
Guy Wire/Guy Strand/EHS Guy Wire, 
ACSR/AL/CU
Ground Rod & Soft Steel Bolts 
(Refer page 20 for details)

16mm (5/8”)
17.5mm
16mm (5/8”)

PLEASE NOTE:   THIS CHART IS A GUIDE ONLY, PLEASE CHECK WITH 
YOUR LUG/LINK MANUFACTURER FOR AF SIZES

STEEL STORAGE BOX 
WITH FOAM INSERT 
(15 DIE CAPACITY)  
MODEL No. 12T-METAL-BOX

PLASTIC STORAGE BOX 
ALSO AVAILABLE
(18 DIE CAPACITY)  
MODEL No. 12T-BOX

DIES
0.5kg

APPROX
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DIES ALUMINIUM – 12T
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DIES COPPER 12 TONNE

Suitable for ALL brands of 124 Battery, Manual & Remote Head 
Hydraulic Compression Tools

Model No. Hex A/F Length Of 
Crimp Face

Conductor 
Details

Copper
12T-4.4AFCU 4.4 mm 6.35 mm 6 mm2
12T-5.7AFCU 5.7 mm 6.35 mm 10 mm2
12T-6.3AFCU 6.3 mm 17.5 mm 16 mm2 *
12T-7.7AFCU 7.7 mm 17.5 mm 25 mm2 *
12T-9.2AFCU 9.2 mm 17.5 mm 35 mm2 *

12T-10.4AFCU 10.4 mm 17.5 mm 50 mm2 *
12T-11.5AFCU 11.5 mm 17.5 mm 70 mm2 *
12T-14.2AFCU 14.2 mm 17.5 mm 95 mm2 *
12T-16.5AFCU 16.5 mm 14.0 mm 120 mm2 *
12T-18.3AFCU 18.3 mm 14.0 mm 150 mm2 *
12T-20.0AFCU 20.0 mm 14.0 mm 185 mm2 *
12T-23.1AFCU 23.1 mm 10.0 mm 240 mm2 *
12T-26.0AFCU 26.0 mm 10.0 mm 300 mm2 *
12T-28.1AFCU 28.1 mm 8.0 mm 400 mm2 **

Die Sets *(**)Indicates Dies Included In the Sets Below
* 12T-CUSET-MB 16mm2 to 300mm2 (11 Dies) Metal Case

 * 12T-CUSET 16mm2 to 300mm2 (11 Dies) Plastic Case
** 12T-CUSET-MB400HB 16mm2 to 400mm2 (12 Dies) Metal case

**12T-CUSET400 16mm2 to 400mm2 (12 Dies) Plastic Case
Overhead

12T-8.3AFCU 8.3 mm 9.0 mm 7/1.63 & 7/1.70
12T-9.6AFCU 9.6 mm 9.0 mm 7/2.00 & 7/2.03

12T-11.5AFCU 11.5 mm 9.0 mm 7/2.62
12T-13.0AFCU 13.0 mm 17.5 mm 37/.064 19/2.11
12T-14.8AFCU 14.8 mm 9.0 mm 19/2.0 & 

19/2.11
12T-19.3AFCU 19.3 mm 14.0 mm 19/2.57

Copper Screen

12T-12.7AFCU 12.7 mm 14.0 mm 185mm2 
TRIPLEX

12T-7.5AFCU 7.5 mm 16.0 mm 35mm2 TRIPLEX
Specials

12T-8.7AFCU 8.7 mm 17.5 mm SPECIAL

STEEL STORAGE BOX 
WITH FOAM INSERT 
(15 DIE CAPACITY)  
MODEL No. 12T-METAL-BOX

PLASTIC STORAGE BOX 
ALSO AVAILABLE
(18 DIE CAPACITY)  
MODEL No. 12T-BOX

• Refer page 20 for Copper “C” Connector Dies
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DIES COPPER – 12T
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SF Model No Equivalent to
Burndy Cabac Dulmison/PLP

12T-U1011 U1011 HT130-C1011 -
12T-U997 U997 HT130-C997 -

12T-UC UC HT130-CC -
12T-UO UO HT130-CO -

12T-DU1315 - - DU1315
12T-DUOT - - DUOT
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DIE – “C” CONNECTOR &  
CUTTING – 12T

“AUSTRALIAN MADE”

CUTTING DIES 
MANUFACTURED IN 
AUSTRALIA FROM 

HIGH TENSILE 
STEEL BILLETS & 

HEAT TREATED TO 
MAXIMISE STRENGTH 

& DURABILITY

MODEL No. 12T- SERIES COPPER “C” CONNECTOR DIES
The below die sets are for Copper “C” Connectors which are “C” shaped copper sections for terminating main 
and tap copper conductors. Our dies are made to the same specifications as Burndy, Cabac and Dulmison/PLP 
(Preformed Line Products). We also supply a range of Utilux die sets for copper conductor terminations.

MODEL No. 12T-CUTTING DIE (MADE IN AUSTRALIA)

CAN BE USED IN
• 12 Tonne Hand Hydraulic Crimping Tools
• 12 Tonne Battery Powered Crimpers
• Remote Head Hydraulic Crimpers

BENEFITS
• Less costly than dedicated Cutting Tools
• Simple to install in Crimping Tools
•  Require no adjustment for cutting different 

materials
• Heavy duty design with 6 high tensile cap screws.

CAN CUT THE FOLLOWING MATERIALS
Guy Wire/Guy Strand/EHS Guy Wire 16mm (5/8”) 

ACSR/AL/CU 17.5mm
Earth Rod & Soft Steel Bolts 16mm (5/8”)

SHORTER LEGS AT TOP 
TO ALLOW PLACEMENT 
BUT STILL CAPTURE 
MATERIAL

LONGER LEGS AT 
BOTTOM TO SUPPORT & 
CENTRE MATERIAL

CORRECT DIE 
POSITIONING

CRADLE  
HALF

CUTTING 
DIE HALF

12T-U1011  12T-U997  12T-UC  12T-UO
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MODEL No. REC-Li14

SPECIFICATIONS

Motor (VDC) 14.4
Force at die face 

(kN) 19.6

Size (mm) (LxHxW) 335 x 305 x 75
Weight (kg) 3.17 (Inc Battery)

FEATURES
The REC-Li14 was designed for crimping insulated and non-
insulated terminals up to 14 mm2. With interchangeable 
jaws detachable from the link, various jaws to suit crimping 
terminals can be selected.
This portable light weight, rechargeable crimper is ideal for control 
panel wiring. Jaws are available for non-insulated terminals,  
ring-sleeves and closed-end terminals.  
Specify the jaw type when ordering this tool.

FORCE
19.6kN
RAM STROKE
6.6mm
CAPACITY
Insulated Terminals: 1.25mm (Red),  
2mm (Blue) & 5.5mm (Yellow).
Non-Insulated Terminals:  
2, 5.5, 8 & 14mm

Crimp 3x faster with 90% less force  
using the 03123 Micro Crimping Tool. 

INTERCHANGEABLE

JAWS

DETAILS
• Jaws are sold separately
• 14AT-214: 2-14mm2 Non-Insulated Terminal
• 14AT-345: 1.25-5.5mm2 Insulated Terminal

• Rapid ram advance mechanism
• Well balanced design
• 14.4 VDC powerful motor

• Right or Left handed operation
• Quality backed by ISO9001

ORDERING INFORMATION
MODEL No: REC-LI14  
Includes: 1 x Shoulder strap, 1 x Carrying case,  
1 x Battery (BP-14LN), 1x 230VAC Charger (CH-25LNW) 
Items can be sold separately

Insulated Terminals & Lugs

Connection
Model No. IS5071

Solid or Stranded Wire
0.5mm² to 6.0mm²

Crimp Sizes
RED = 0.5mm² to 1.0mm²
BLUE = 1.5mm² to 2.5mm²

YELLOW = 4.0mm² to 6.0mm²

FEATURES
• 65% faster crimping cycle vs ratcheting tool
• 250 crimps per cycle charge  

(when crimping 6.0mm² wire)
• Total weight: 1kg (2.2 lbs)
• Reduces hand force from 24kg to 2.7kg (53 to 6 lbs)
• Gator Eye™ crimping diagnostics
• LED multi-functional light to ensure crimp is complete
• Powersense™ function

INCLUDES DIE 
MODEL NO. IS5071*

*OTHER DIES AVAILABLE UPON REQUEST
PLEASE CONTACT YOUR NEAREST 

SPECIALISED FORCE BRANCH
Model No. 03127 LGML-1AU

Description Spare Battery Charger 230VAC

SPARES

BATTERY CRIMPER - 1.5T  
03123 BATTERY MICRO CRIMPING TOOL

Includes 1 x Charger, 1x Li Battery,  
1 x Die* & 1 x Carry Case
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BATTERY TERMINAL CRIMPER – 
2T & 1.5T



22 SYDNEY Head Office (02) 9547 1844 Adelaide (08) 8352 8866 Brisbane (07) 3256 6011 Townsville (07) 4728 8756
Darwin (08) 8984 4453 Melbourne (03) 9761 4199 Perth (08) 9354 8544 Port Hedland (08) 9172 1113 Tasmania 0427 423 217

FORCE
5 Tonne
JAW OPENING
15mm Between Die Faces
CAPACITY
CEMBRE type dies
16 to 185mm2 CU
Up to 150 mm2 ABC

MODEL No. ECO-261E

STANDARD ACCESSORIES • Wrist Strap
• Carry Case
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BATTERY CRIMPER – 5T

SPECIFICATION

Applicable Hex 
Compression  

 Max. 185 mm CU Lugs  
Max. 150 mm ABC

Motor 14.4 VDC
Force at Die face 5 Tonne

Dimensions  
(L x H X W) 397 x 79 x 70 (mm)

Weight 2.72kg with BP-84LI Battery

FEATURE
The ECO-261E is an In-Line type battery 
operated compression tool, accepts CEMBRE 
type dies from 16mm CU to 185mm CU and up 
to 150mm Aerial Bundled Cable
Refer pages 23 for 5T CEMBRE style Dies.
This portable light weight rechargeable compression 
tool, makes it easy to access tight cable joints in 
narrow control panels.
The control buttons are activated by only one hand 
so that other hand is always free to hold working 
material.

DETAILS
•  Fully automatic, self-contained Battery Operated 

Compression Tool
• 14.4 VDC powerful motor
• Right or Left handed operation
• Quality backed by ISO9001
• Fast operation
•  Cutter Dies available for hard wire strand to 10mm 

diameter (MODEL No. 5T-MB52-50)
Refer page 14 for Battery & Charger Details
PLEASE NOTE: Add the suffix (CC) to the model 
number for lithium-ion batteries e.g. ECO-261E(CC) 
Includes: 2 Batteries (BP-84LI) and 12/24VDC-
230VAC Charger (CH-120)
MODEL No: ECO-261E(CC)-C/DIE 
Includes: Crimper with 2 x Batteries (BP-84LI) 
and 12/24VDC-230VAC Charger (CH-120), and        
Cutting Die (5T-MB52-50)
MODEL No: ECO-261E  
In-Line Battery Powered Compression Tool 
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DIES 5 TONNE CEMBRE  
(TO SUIT ECO-261E INLINE CRIMPER)

Model No. A/F Dimension Description Tool
Aluminium

5T-M90-50 9.00mm 9.0 AF AL ECO-261E
5T-M132-50 13.20mm 50-70mm2 13.2 AF AL ECO-261E
5T-M140-50 14.00mm 7/2.25 UTILUX 25mm² ABC 14.0 AF AL ECO-261E
5T-M173-50 17.30mm 95-120mm2 17.3 AF AL ECO-261E
5T-M215-50 21.50mm 150-185mm2 UTILUX  

35-70mm² ABC 21.5 AF AL ECO-261E

5T-M220-50 22.00mm 19/3.25 CABAC  
95-120mm² ABC 22.0 AF AL ECO-261E

Copper
5T-M63-50 6.30mm 16mm2 6.3 AF CU ECO-261E
5T-M77-50 7.70mm 25mm2 7.7 AF CU ECO-261E
5T-M87-50 8.70mm SPECIAL 8.7 AF CU ECO-261E
5T-M92-50 9.20mm 35mm2 9.2 AF CU ECO-261E
5T-M96-50 9.60mm 7/2.00 & 7/2.03 9.6 AF CU ECO-261E

5T-M104-50 10.40mm 50mm2 10.4 AF CU ECO-261E
5T-M115-50 11.50mm 70mm2 11.5 AF CU ECO-261E
5T-M142-50 14.20mm 95mm2 14.2 AF CU ECO-261E
5T-M148-50 14.80mm 19/2.00 O/HEAD 19/2.11 14.8 AF CU ECO-261E
5T-M165-50 16.50mm 120mm2 16.5 AF CU ECO-261E
5T-M183-50 18.30mm 150mm2 18.3 AF CU ECO-261E
5T-M190-50 19.00mm SPECIAL 19.0 AF CU ECO-261E
5T-M200-50 20.00mm 185mm2 20.0 AF CU ECO-261E

Cutting Die

5T-MB52-50 10.00mm CUT STAY WIRE CUTTING DIE 
10.0mm OD ECO-261E
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DIES – 5T (CEMBRE)
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FORCE
5 Tonne
JAW OPENING
13mm Between Die Faces
CAPACITY
#111 series type dies
10 to 185mm2 CU
Up to 150 mm2 ABC

MODEL No. ECO-50
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BATTERY CRIMPER – 5T

SPECIFICATION
Applicable Hex 
Compression

Max. 185 mm CU Lugs 
Max. 150 mm ABC

Motor 14.4 VDC
Force at Die face 5 Tonne

Dimensions (LxWxH) 397 x 79 x 70 (mm)
Weight  3.1kg with  

BP-84LI Battery
FEATURE
The ECO-50 is an In-Line type battery operated 
compression tool, accepts SERIES 5T-111 DIES 
type dies from 10mm CU to 185mm CU and up 
to 150mm Aerial Bundled Cable 
Refer page 25 for 5T SERIES Dies.
This portable light weight rechargeable compression 
tool is easier to access tight cable joints in narrow 
control panels.
The control buttons are activated by only one hand 
so that other hand is always free to hold working 
material.

DETAILS
•  Fully automatic, self-contained Battery Operated 

Compression Tool
• 14.4 VDC powerful motor
• Right or Left handed operation
• Quality backed by ISO9001
• Fast operation
Refer page 14 for Battery & Charger Details
PLEASE NOTE: Add the suffix (CC) to the model 
number for lithium-ion batteries e.g. ECO-50(CC) 
Includes: 2 Batteries (BP-84LI) and 12/24VDC-
230VAC Charger (CH-120)
MODEL No: ECO-50(CC)-C/W DIES 14, 17.3, 
21.5 ABC 
Includes: Crimper with 2 x Batteries (BP-84LI) and 
12/24VDC-230VAC Charger (CH-120), 3 x ABC Dies
MODEL No: ECO-50  
In-Line Battery Powered Compression Tool only

STANDARD ACCESSORIES
• Wrist Strap
• Carry Case
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DIES 5 TONNE SERIES 111  
(TO SUIT ECO-50 INLINE CRIMPER)

Model No. Dimensions Of Hex 
Die Style Application

A/F (mm) Crimp Length 
(mm)

Copper
5T-111-5763CU/1 5.7 12 2 10 mm2 Cu (Lugs & Links)

6.3 12 2 16 mm2 Cu (Lugs & Links)
5T-111-7792CU/1 7.7 12 2 25 mm2 Cu (Lugs & Links)

9.2 12 2 35 mm2 Cu (Lugs & Links)
5T-111-104115CU/1 10.4 9 2 50 mm2 Cu (Lugs & Links)

11.5 9 2 70 mm2 Cu (Lugs & Links)
5T-111-142CU/1 14.2 6 1 95 mm2 Cu (Lugs & Links)
5T-111-165CU/1 16.5 6 1 120 mm2 Cu (Lugs & Links)
5T-111-148CU/1 14.8 6 1 19/2.00 OH
5T-111-183CU/1 18.3 5 1 150 mm2 Cu (Lugs & Links)
5T-111-200CU/1 20.0 5 1 185 mm2 Cu (Lugs & Links)

Aluminium
5T-111-140173AL/1 14.0 9 2 25mm ABC

17.3 9 2 35-70mm ABC

5T-111-180190AL/1 18.0 9 2 Full tension sleeve on 7/3.00 and 
7/3.75

19.0 9 2 Full tension sleeve on 7/4.50

5T-111-210AL/1 21.0 9 1 Non tension sleeve on 19/3.75 also 
120 mm CCT

5T-111-215AL/1 21.5 9 1 95-150mm ABC
5T-111-220AL/1 22.0 9 1 Full tension sleeve on 19/3.75

Each die has dual markings cable size mm2 and A/F hex.
Note:  Each die set consists of 2 pieces

STYLE 1 STYLE 2
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DIES – 5T (IZUMI)
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FORCE

6 Tonne

BATTERY TYPE & CAPACITY
Lithium-Ion 14.4VDC 4.0Ah

CAPACITY
Crimp  # SL-6CJ head up to 240mm2  

    Al/Cu/ACSR
    Cut  # SL-CH up to 32mm OD  

    Cu/Al 300mm2 
 # SL-ACSR up to 20mm OD 
    ACSR (Single Steel Core) 
# SL-GW up to 14.3mm  
   Cu/Al/ACSR

SYDNEY Head Office (02) 9547 1844 Adelaide (08) 8352 8866 Brisbane (07) 3256 6011 Townsville (07) 4728 8756
Darwin (08) 8984 4453 Melbourne (03) 9761 4199 Perth (08) 9354 8544 Port Hedland (08) 9172 1113 Tasmania 0427 423 217
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BATTERY CRIMPER/ 
CUTTER – 6T

SPECIFICATIONS
Motor (V D C) 14.4

Force at die face (kN) 70

Size (mm) (LxHxW) 560 x 89 x 69
Weight (kg) 3.6 (Inc battery)

Battery Capacity (Ah) 4.0 (Lithium-Ion)
Charge Time (mins) 90

MODEL No. SL-ND

SL-6CJ
6T Crimp

SL-ACSR
Cut ACSR

FEATURES
• The SL-ND has four interchangeable jaw types: SL-6CJ Jaw for crimping (6T capacity); SL-CH jaw for 

cutting Al/Cu; SL-ACSR for cutting ACSR; and SL-GW for cutting Al/Cu/ACSR.
• Quickly and easily change between head types with the easy pull-pin design.
• The SL-6CJ Jaw accommodates 6 ton round type dies for applying compression fittings to copper, 

aluminium, and ACSR conductors widely used in the industry (Also crimps ABC).
• The SL-ND also features an LED light for illuminating dark work areas and a fully enclosed weather 

resistant housing.
• Powered by a Lithium-Ion battery 4.0Ah.
• Jaws are sold separately.

Simple Spring Loaded 
Twist Pin Design for 
Changing Head

Continued Next Page
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BATTERY CRIMPER/ 
CUTTER – 6T

SL-CH 
Cut Al/Cu

SL-ND
6T Crimp Tool (only)

DETAILS
• Rapid ram advance mechanism
• Well balanced design
• Simple spring loaded twist pin design for changing head 

• Right or Left handed operation
• Quality backed by ISO9001
• 14.4 VDC powerful motor

Model No. Description
SL-
ND 

Tool 
Only

SL-6CJ 
Crimp 
Head

SL-CH 
AL/
CU 

Cut-
ting 

Head

SL-
ACSR 
ACSR 
Cut-
ting 

Head

SL-GW 
AL/CU/
ACSR 

Cutting 
Head

BP-
84LI 
Lith-
ion 
Bat-
tery

CH-
120  

12/24-
230V 
Char-
ger

6T-
6mm  

Round-
ing  
Die

SL-CB 
Bend-

ing 
Tool

SL-ND 6T Tool Only 1

SL-ND(CC)
6T Tool with 

Lithium-ion Battery & 
Charger

1 2 1

SL-ND/6CJ(CC) 6T Crimping Tool 1 1 2 1

SL-ND/CH(CC) 6T AL/CU  
Cutting Tool

1 1 2 1

SL-ND/6CJ/
ACSR(CC)

6T Crimping & ACSR 
Cutting Tool

1 1 1 2 1

SL-ND/
ACSR(CC)

6T ACSR  
Cutting Tool

1 1 2 1

SL-ND/GW(CC) 6T AL/CU/ACSR 
Cutting Tool

1 1 2 1

SL-ND  
FENCING TOOL 6T Fencing Tool 1 1 2 1 1

SL-ND/CB(CC) 6T Cable  
Bending Tool

1 2 1 1

NOTE: All Tool Combinations Supplied with Case. Contact your Nearest Specialised Force Branch to Design your Own Kit. 
Refer to Page/s: 14 for Battery & Charger Details; 28 for 6T Crimping Dies & 316 for Bending Head Details

ORDERING INFORMATION

The SL-ND was designed light 
and ergonomic, to be used 
one-handed and operated in 
confined spaces. 

Refer to Page 49-50 for More Information on the Cutting 
Heads

SL-GW 
Cut Al/Cu/ACSR
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DIES 6T

6 TON ROUND DIES

SUITS KLAUKE EK425, IZUMI SL-ND 
DOES NOT SUIT IZUMI 5 TONNE TOOLS

COPPER

Model No. Dimensions Of Hex Die (mm) Conductor Details (mm²)
A/F Crimp Length

6T-6.3AFCU 6.3 6.0 16
6T-7.7AFCU 7.7 10.0 25
6T-9.2AFCU 9.2 10.0 35

6T-10.4AFCU 10.4 9.0 50
6T-11.5AFCU 11.5 9.0 70
6T-14.2AFCU 14.2 6.0 95
6T-16.5AFCU 16.5 6.0 120
6T-18.3AFCU 18.3 5.0 150
6T-20.0AFCU 20.0 5.0 185
6T-23.1AFCU 23.1 5.0 240
6T-CUSET240 COPPER DIE SET INCLUDES ALL DIES ABOVE

ALUMINIUM

Model No. Dimensions Of Hex Die (mm) Conductor Details (mm²)
A/F Crimp Length

6T-9.0AFAL 9.0 12.0 10-35
6T-13.2AFAL 13.2 12.0 50-70
6T-22.0AFAL 22.0 9.0 150-185

ABC – PRE-INSULATED SLEEVES

Model No. Dimensions Of Hex Die (mm) Conductor Details (mm²)
A/F Crimp Length

6T-14.0AFALABC 14.0 9.0 25
6T-17.3AFALABC 17.3 9.0 35-70
6T-21.5AFALABC 21.5 9.0 95-150

6T-CUSET240
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FORCE
25 Tonne
CAPACITY
500mm2 AL & 630mm2 CU
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REMOTE CRIMP HEAD  
& DIES 25T

MODEL No. EP-250H

SPECIFICATIONS

Capacity
 25 tonne compression head will crimp  

cable lugs to 630mm² Copper  
and 500mm² Aluminium.

Weight 6.8kg
Working Pressure 700 Bar. 10,000 PSI

FEATURES
Unique twist-lock die retaining pin holds top die in 
place and cannot be misplaced or incorrectly fitted.

DETAILS
•  See below for available Dies, Special Die Sizes available  

upon request
•  Adaptor die to accept standard 12 tonne shell-type dies 

available (Model No. 25T-12T)
•  Full range of hand, foot, air /hydraulic electric & battery 

pumps are available
•  Alternative hydraulic coupling types available upon 

request
• Now with spring loaded die lock pin to eliminate 

misalignment of dies, due to pin not engaging properly

ALUMINUM DIES

Model No. Hex A/F 
(mm)

Width of  
Crimp Face 

(mm)

Conductor  
Details

25T-30.0AFAL 30.0 25.0 19/3.75 PEARL-NEON AAAC
25T-39.0AFAL 39.0 25.0 400/500mm²

COPPER DIES
Model No. Hex A/F  (mm) Width of  

Crimp Face (mm)
Conductor  

Details
25T-18.3AFCU 18.3 16.0 150mm²
25T-20.0AFCU 20.0 16.0 185mm²
25T-23.1AFCU 23.1 16.0 240mm²
25T-26.0AFCU 26.0 16.0 300mm²
25T-28.1AFCU 28.1 16.0 400mm²
25T-31.0AFCU 31.0 16.0 500mm²
25T-37.0AFCU 37.0 12.2 630mm²

ACSR DIES
Model No. Hex A/F (mm) Width of  

Crimp Face (mm)
Conductor  

Details
25T-28.5AFAL 28.5 27.0 30/7/2.50 GRAPE

STEEL INNER DIES
Model No. Hex A/F Width of  

Crimp Face
Conductor  

Details
25T-16.0AFST 16.0 17.0 AS USED ON GRAPE

25T TO 12T DIE ADAPTOR ALSO AVAILABLE (Model No. 25T-12T) 
SPECIAL DIES CAN BE MANUFACTURED TO YOUR SPECIFICATIONS

MODEL No. EP-25OH 
ITEMS INCLUDED 
25 Tonne Head, heavy-
duty metal carry-case, 
with die tray

DIES
1.3kg

APPROX

• Refer page 18-20 for 12 tonne dies 
• Refer page 112-113 for hydraulic coupling configurations and hoses,  

supplied standard with screw type female 3050-3 coupling 
• Battery or Electric pumps, refer page 103 to 108

NEW SPRING 
LOADED DIE 

LOCK PIN

Model No. 25T-12T

“AUSTRALIAN 

MADE”
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FORCE
30 Tonne
JAW OPENING
26mm Between Die Faces
CAPACITY
500mm2 AL & 630mm2 CU 

FORCE
200 Tonne
JAW OPENING
31mm Between Die Faces
CAPACITY
Max connector outer diameter: Approx. 100 mm

MODEL No. EP – 200W
200 ton class compression head 
Max connector outer diameter: Approx. 100 mm

EP–200W shown with HPE–160 pump  
(sold seperately, Refer page 110)

FEATURES
The EP-200W is a 200 ton class compression head which 
accepts shell type dies exclusively designed for the EP-
200W.  It requires an external double acting 700 Bar 
pumping source.

Double acting is hydraulically advancing the ram to build correct 
tonnage, after-which the hydraulic pressure is reversed to retract 
the ram.  It expedites ram retracting time as well as connector 
binding between dies.

Removable die cap design helps operator an easy insertion and 
removable of the connector.
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REMOTE CRIMP HEAD  
30T & 200T

SPECIFICATION
Ram Stroke 26mm (Jaw opening)

Capacity  630mm² CU and 500mm²  
AL and C-Connectors

Oil volume 
required 132 cc

Output Force 30 TONNE
Dimensions 125 (Ø) x 380 (h) mm

Weight 17.5 kg

MODEL No. EP-520C

P
R
O
U
D
LY
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ARKETED, SERVICED

 

&
 S

U

PPORTED AUSTRALI
A
 W

ID
E

DIES
1.5kg

APPROX

• Refer page 112-113 for hydraulic coupling configurations and hoses, 
supplied standard with screw type female 3050-3 coupling 

• Battery, Diesel, Petrol or Electric pumps, refer page 103 to 110

Ideal for 
dual port 

dies

FEATURE
The EP-520C is a single acting, 294kN 
press that is designed to compress 
Aluminium sleeves and Copper lugs.
•  The EP-520C remote head requires an external 700 BAR or 

10,000 PSI pumping source
•  Simple and rigid frame type construction makes the press lighter 

yet durable
•  Used extensively for crimping of stainless steel balustrade fittings
•  Dies can be manufactured to suit all types  

of fittings

DETAILS
• Dies are sold separately

Copper 30 Tonne Dies

Model No. Hex Af Conductor Details
30T-23.1AFCU 23.1 mm 240mm2
30T-26.0AFCU 26.0 mm 300mm2
30T-28.1AFCU 28.1 mm 400mm2
30T-31.0AFCU 31.0mm 500mm2
30T-37.0AFCU 37.0mm 630mm2

Aluminium 30 Tonne Dies
30T-5.4/6.5AF 5.4/6.5 mm DUAL HEX FOR STEEL

30T-7.8 / 10.8 Duel Hex For Steel

30T-SPECIAL PLEASE 
NOMINATE

ESPECIALLY MADE FOR AL 
or CU

SPECIFICATIONS
Ram Stroke 40mm (Jaw opening)

Oil volume required 1,134 cc
Output force 1961 kN

Dimensions (mm) 270 (Ø) x 415 (h)
Weight 86.0 kg

DETAILS
• Dies are sold separately
•  Specify the manufacturer’s connector numbers
• Light weight
• Removable die cap for easy connector positioning
• Double acting hydraulic pump required

 SPECIAL DIES CAN BE DESIGNED & MANUFACTURED 
FOR DIFFERENT MATERIALS TYPES & APPLICATIONS
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REMOTE CRIMP HEAD – 45T

FORCE
45 Tonne (450kN)
WEIGHT
11.4kg
CAPACITY
800mm2 Cu / 630mm2 Al

DETAILS
This lightweight head is for crimping larger overhead joints, terminations and underground lugs or connectors. 
Made in Germany, includes Cejn 115 Series quick disconnect male coupler and 10-115-4101 metal dust cap. 
Supplied without carry case and leather die locating pin strap.  
Refer next page for dies.  

SPECIFICATIONS

Model No. H450
Force at die face 45 Tonne (450kN)

Dimensions (mm) 115 Ø x 285 (L)
Capacity (mm2) 800mm2 Cu / 630mm2 Al

Working Pressure 
(Bar) 700 (10,000 PSI)

Weight (kg) 11.4 (without dies)

MODEL No. H450  
(MADE IN GERMANY)

LIGHT-
WEIGHT

ONLY
11.4kg

• Refer page 112-113 for hydraulic coupling configurations and hoses 
• Battery or Electric pumps, refer page 103-108 

• Refer page 32 for suitable dies
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DIES – 45/55T

45/55 TONNE DIES (SUITS REMA 45T REMOTE HEAD)

ALUMINIUM DIES

Model No. Hex A/F (mm) Conductor Details 
(mm2)

Crimp Length  
(mm)

Die Length  
(mm)

55T-28.3AFAL 28.3 240/300 50 50
55T-39.0AFAL 39.0 400/500 50 50
55T-43.2AFAL 43.2 630 50 50

COPPER DIES

Model No. HEX A/F  
(mm)

Conductor Details  
(mm)

Crimp Length 
(mm) Die Length (mm)

55T-23.1AFCU 23.1 240 24 50
55T-26.0AFCU 26.0 300 25 50
55T-28.1AFCU 28.1 400 25 50
55T-31.0AFCU 31.0 500 25 50
55T-37.0AFCU 37.0 630 25 50
55T-43.2AFCU 43.2 800 25 50
55T-48.0AFCU 48.0 1000 25 50

ACSR / AAC / AAAC
Model No. HEX A/F (mm) Crimp Length (mm) Die Length (mm) Conductor

55T-28.5AFAL 28.5 50 50 Grape
55T-30.0AFAL 30.0 50 50
55T-34.5AFAL 34.5 50 50 Lemon
55T-40.0AFAL 40.0 50 50 Lime
55T-44.5AFAL 44.5 50 50 Orange
55T-47.5AFAL 47.5 50 50 Olive
55T-48.0AFAL 48.0 45 50

ACSR INNER STEEL

Model No. HEX A/F (mm) Crimp Length 
(mm) Die Length (mm) Conductor

55T-16.0AFST 16.0 19.0 50 Grape
55T-17.0AFST 17.0 19.0 50 Lemon
55T-18.0AFST 18.0 19.0 50
55T-19.0AFST 19.0 19.0 50 Olive
55T-20.0AFST 20.0 19.0 50 Paw Paw

Different manufacturers of crimps lugs 
have designed their lugs to be crimped 
with different A/F (Across Flats) 
dimension
Please check with your lug manufacturer 
before selecting ACSR / AAC / AAAC die sets.

DIES
2.0kg

APPROX “AUSTRALIAN MADE”
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REMOTE CRIMP HEAD – 60T

FORCE
54 Tonne
JAW OPENING
38mm Between Die Faces
CAPACITY
1000mm2 AL & 1000mm2 CU
ACSR up to 48.00mm A / F Crimp Size

SPECIFICATION
Ram Stroke 38mm (Jaw opening)
Oil volume 
required 303 cc

Forced at die face  540 kN at 700 Bar (10,000 PSI) 
of oil pressure

Dimensions (mm)  146 (Ø) x 450 (h) with ground 
stand

Weight (kg) 19.8 without Ground Stand
21.4 with Ground Stand

ACCESSORIES
Optional Die adapter for 12 ton type dies  
MODEL No. 60T–12T

FEATURES
The EP-60S compression head was designed 
as a portable tool for installing compression 
sleeve and terminals for transmission 
construction and maintenance work.

Suitable For Transmission Line Construction

DETAILS
•  Dies are sold separately  

Refer page 34 for 60T Dies
•  Accepts all dies used for Alcoa, 60 ton compressors
•  Specify the manufacturer’s die and connector 

numbers
• Portable and light weight
• Detachable ground stand
• Large handle for easy carrying
•  Single acting hydraulic pump required: 700 Bar 

Working Pressure
• Industry Standard 60 Tonne Classification Head

SUPPLIED WITH 
GROUND STAND & 
METAL STORAGE CASE

MODEL No. EP-60S

P
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• Refer page 112–113 for hydraulic coupling configurations and hoses,  
supplied standard with screw type female 3050-3 coupling 

• Battery, Diesel, Petrol or Electric pumps, refer page 103–110

Made in 
Japan
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DIES – 60T

Different manufacturers of crimp lugs have designed 
their lugs to be crimped at different A/F (Across Flats) 
dimension.  Please check with your lug manufacturer 
before selecting ASCR / AAC / AAAC die sets.
Also available:

Model No. Die
60T-FLAT-SHORT Flat Die Short
60T-FLAT-LONG Flat Die Long
60T-FLAT-HEX Half Hex, Half Flat Die

60 TONNE DIES

ALUMINIUM 
Model No. Hex A/F (mm) Conductor Detail (mm2) Crimp Length (mm) Die Length (mm)

60T-28.3AFAL 28.3 240-300 50 66.7
60T-39.0AFAL 39.0 400-500 50 66.7
60T-43.2AFAL 43.2 500-630 50 66.7
60T-52.5AFAL 52.5 800-1000 40 40

COPPER
Model No. Hex A/F (mm) Conductor Detail  (mm2) Crimp Length (mm) Die Length (mm)

60T-23.1AFCU 23.1 240 25 66.7
60T-26.0AFCU 26.0 300 25 66.7
60T-28.1AFCU 28.1 400 25 66.7
60T-31.0AFCU 31.0 500 25 66.7
60T-37.0AFCU 37.0 630 25 66.7
60T-43.2AFCU 43.2 800 25 51
60T-48.0AFCU 48.0 1000 25 51

ACSR/AAC/AAAC

Model No. Hex A/F 
(mm)

Crimp Length 
(mm)

Die Length 
(mm)

60T-28.5AFAL 28.5 50 66.7
60T-34.5AFAL 34.5 50 66.7
60T-40.0AFAL 40.0 50 66.7
60T-44.5AFAL 44.5 50 66.7
60T-47.5AFAL 47.5 45 50
60T-48.0AFAL 48.0 45 45

DIES
1.5kg

APPROX

“AUSTRALIAN 
MADE”

STEEL INNER ACSR

Model No. Hex A/F 
(mm)

Crimp Length 
(mm)

Die Length 
(mm)

60T-16.0AFST 16.0 19.0 66.7
60T-17.0AFST 17.0 19.0 66.7
60T-18.0AFST 18.0 19.0 66.7
60T-19.0AFST 19.0 19.0 66.7
60T-20.0AFST 20.0 19.0 66.7
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FORCE
100 Tonne
JAW OPENING
17mm Between Dies Faces 
CAPACITY
Max connector outer diameter: 
Approx. 75mm
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REMOTE CRIMP HEAD – 100T

SPECIFICATIONS
Ram Stroke 22mm (Jaw opening)

Oil volume required 314cc
Output force 980 kN

Dimensions (mm) 200 (Ø) x 350 (h)
Weight 32.0 kg

FEATURES
The EP-100W is 100 ton class compression 
head for full tension, transmission and 
substation connections and requires an 
external double acting 700 Bar pumping 
source.
Double acting means hydraulically advancing the ram 
to build correct tonnage, after-which the hydraulic 
pressure is reversed to retract the ram.  It expedites 
ram retracting time.
Removable die cap design helps operator with easy 
insertion and removal of the connector.
Dies are exclusive to this model not interchangeable 
with other manufacturers.

DETAILS
•  Dies are sold separately  

Refer page 36 for 100T Dies
•  Specify the manufacturer’s die and  

connector numbers.
• Light weight
• Removable die cap for easy connector positioning
• Simple design for easy maintenance 
• Double acting hydraulic pump required
• Supplied without storage case

MODEL No. EP-100W
100 ton class compression head 
Max connector outer diameter: Approx. 75mm
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- Refer page 112-113 for hydraulic coupling configurations and hoses,  
supplied standard with screw type couplings
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REMOTE HEAD & DIES – 100T

FEATURES
Mounted on Aluminium base, c/w protective 
Aluminium cage.
This IZUMI EP100W double Acting 100 ton 
compression Head is also available with the SMVT-
43 Directional valve. When the valve is fitted to the 
compression head it also includes an alloy base plate, 
pressure gauge & hydraulic couplings with carry 
handles for easy portability.
The SMVT-43 valve enables the operator to Crimp 
terminations right at the compression head.  
The EP100W/SMVT-43 is operated by either a single 
acting or double acting pump.
We offer, Petrol driven, Battery Driven or Electrically 
operated Power Pumps to suit.

MODEL No. EP-100W/SMVT-43

100 TONNE DIES 
ACSR/AAC/AAAC

Model No. A/F (Across Flats)  
(mm)

Length Of Crimps 
Face (mm)

100T-28.5AFAL 28.5 75.0
100T-34.5AFAL 34.5 75.0
100T-40.0AFAL 40.0 75.0
100T-44.5AFAL 44.5 75.0
100T-47.5AFAL 47.5 75.0
100T-48.0AFAL 48.0 75.0

ACSR INNER STEEL

Model No. A/F (Across Flats)  
(mm)

Length Of Crimp Face 
(mm)

100T – 16.0AFST 16.0 35.0
100T – 17.0AFST 17.0 35.0
100T – 18.0AFST 18.0 35.0
100T – 19.0AFST 19.0 35.0
100T – 20.0AFST 20.0 35.0

Different manufacturers of crimps lugs have designed their lugs to be crimped at 
different A/F (Across Flats) dimension. Please check with your lug manufacturer 
before selecting ASCR / AA / AAAC die sets. 
Dies for copper conductors are available made to order.

RIKEN SMVT-43 VALVE

Shown with 63mm Gauge 
with Protection Cover 

Included

DIES
7.3kg

APPROX

- Refer page 112-113 for hydraulic coupling configurations and hoses,  
supplied standard with screw type couplings

Included Items 100 Tonne Press (EP100W) & 
Riken Valve (SMVT-43)

Weight 39.5kg
Dimensions (mm) 550 (L) x 200 (W) x 390 (H)

“AUSTRALIAN MADE”
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HAND CRIMPERS

KK SERIES HEXAGONAL ROTATABLE DIE  
LUG HAND CRIMPER 

Model No. KK05AU Model No. KK06AU

Crimp Range CU 6, 10, 16, 25, 35 & 50mm² Crimp Range CU 6, 10, 16, 25, 35, 50, 70, 95 & 
120mm²

Weight 1.35kg Weight 3.75kg
Total Length 400mm Total Length 665mm

Dies are self contained and rotate within the Tool Head, ensuring dies cannot be misplaced.

MODEL No. RHX-95B HAND RATCHET ABC CRIMPER

Model No. Description Length (mm) Weight (kg)
RHX-95B RATCHET CRIMPER KIT C/W 4 SETS HEX DIES Unit Only 272 Unit Only 1.5

RHX-95B-9.2CU DIE 9.2MM CU FOR RHX-95B CRIMPER N/A 0.1
RHX-95B-10.4CU DIE 10.4MM CU FOR RHX-95B CRIMPER N/A 0.1
RHX-95B-11.5CU DIE 11.5MM CU FOR RHX-95B CRIMPER N/A 0.1

RHX-95B-14.0ABC DIE 14.0MM ABC FOR RHX-95B CRIMPER N/A 0.1

ITEMS INCLUDED
• 1 x Die Set 25mm² ABC – 14.0mm A/F
• 1 x Die Set 35mm² CU – 9.2mm A/F
• 1 x Die Set 50mm² CU – 10.4mm A/F
• 1 x Die Set 70mm² CU – 11.5mm A/F
• 1 x Moulded Plastic Carry Case

Additional size dies available separately upon request.
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SWAGERS & CUTTERS

REFER PAGE 39 FOR ARM 
SWAGING SLEEVE AND TOOL 
TECHNICAL INFORMATION 

WIRE ROPE/CABLE CUTTERS AND SWAGERS (MADE IN JAPAN)

 
 

Wire Rope Cutter – Hand Cable Cutter – 
Hand

Wire Rope 
Cutter – Hand

Wire Rope 
Cutter - 
Bench

Wire Rope 
Swager – 

Hand
Hand Swager

RC-8 RC-SERIES KC-SERIES WR-SERIES WR-10BB HSC-SERIES HS-1000
Single Hand Double Hand Double Hand Double Hand Bench Type Swagers & Cuts 

Double Hand
Wire Rope 

Swager

Model No. Type Length 
(mm)

Capacity 
(mm)

Weight 
(kg)

Model No. for 
Spare Blade Set

Blade 
Weight 

(kg)
RC-8

Wire Rope Cutter
195 5 0.3 N/A N/A

RC-450 470 12 1.5 RCJ-450 0.5
RC-800 800 16 3.9 RCJ-800 1.3
KC-450 Cable Cutter  

(Cu/Al)*
475 25 1.4 KCJ-450 0.5

KC-800 810 50 3.6 KCJ-800 1.0
WR-6

Wire Rope Cutter

350 6 0.9 WRJ-6 0.3
WR-10 590 10 2.3 WRJ-10 0.7
WR-14 750 14 3.6 WRJ-14 1.2
WR-16 900 16 5.3 WRJ-16 1.6
WR-20 1066 20 8.2 WRJ-20 2.7

WR-10BB Bench Wire  
Rope Cutter 540 10 5.0 N/A N/A

HSC-350 Wire Rope  
Swager/Cutter1

350 1.5–3.5 1.1 N/A N/A
HSC-600 650 1.5–5.0 2.5 N/A N/A

HSC-600BB Bench Type 540 1.5–5.0 5.2 N/A N/A
HS-1000 Wire Rope Swager** 1010 6.0-8.0 7.5 N/A N/A

All Blades are drop forged and tempered.
* Not for cutting wire rope  
** No cutting function
1  Do not use other brand sleeves with ARM Swaging tools, 

contact your nearest Specialised Force branch for  
Swage information

More models available upon request.

‘WR’ Cutting Head 
shown with notched blade

Cutting Notch

HSC SERIES Swager head 
with cutting notch
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SWAGING, SLEEVES & TOOLING

SWAGERS, SLEEVES & TOOLING (MADE IN JAPAN) 

ARM - HOW TO SWAGE

  
1. Cut wire 2. Thread Wire through Oval Sleeve 3. Loop the Wire Rope from Eyelet 4. Decide Length of Wire Rope Eyele

5. Swage Oval Sleeve PROPER WAY OF SWAGING SLEEVE SWAGE 3 POINTS
QUALITY CHECK SLEEVE WITH GAUGE, PASS 

THROUGH SWAGING COMPLETE!

ARM – SIZE CHART OF ARM OVAL SLEEVES & ARM SWAGING TOOLS

Wire Rope Ø mm 
(“)

1.5 
1/16

2.0 
5/64

2.5 
3/32

2.8 
7/64

3.0  
1/8

3.5  
-

4.0 
5/32

5.0 
3/16

6.0  
1/4

8.0 
5/16

9.0  
3/8

10.0 
13/32

12.0 
1/2

Arm Oval Sleeves OS-1A OS-1B OS-2 OS-2 OS-3 OS-3 OS-4 OS-5 OS-6 OS-8 OS-9 OS-10 OS-12

Swaging Tool 
Required

HSC-350 Cannot Swage
HSC-600 Cannot Swage

HSC-600BB Cannot Swage

Cannot Swage

HS-1000 Cannot Swage
HS12-MH230*
HS-12-230V*

HS-12HB

*REFER PAGE 40 & 41 FOR FURTHER DETAILS

ARM SWAGING OVAL SLEEVE TECHINCAL INFORMATION

Model No

Wire Rope Ø 

Sleeve 

Image
Hole No.

Safety Load (using 2 wire ropes)

Wire Rope Destruction 

Load (using Arm 

equip)

Pack Qty

Item 

Weight 

(kg)

Carton Qty

Carton 

Weight 

(kg)
(mm) (“)

OS-1A 1.5 1/16
1

56 54 48 210 30 0.03 120 5.5
OS-1B 2.0 5/64 96 92 82 330 30 0.03 120 5.0
OS-2A 2.5 3/32

2
152 148 132 519 20 0.06 120 8.5

OS-2B 2.8 7/64 182 176 158 630 20 0.05 120 7.6
OS-3A 3.0 1/8

3
220 212 190 690 20 0.11 60 7.8

OS-3B 3.5 - 280 270 242 1001 20 0.10 60 7.1
OS-4A 4.0 5/32 4 282 272 244 1204 20 0.10 60 9.5
OS-5A 5.0 3/16 5 446 430 386 1731 20 0.13 60 12.9
OS-6A 6.0 1/4 6 556 536 480 1975 20 0.30 10 3.2
OS-8A 8.0 5/16 8 990 956 856 3284 20 0.50 10 5.0
OS-9A 9.0 3/8 9 1250 1206 1082 4018 20 1.00 10 9.7

OS-10A 10.0 13/32 10 1546 1494 1338 5365 20 0.90 10 9.2

OS-12A 12.0 1/2 12 2226 2150 1926 7456 20 1.90 10 18.3
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MODEL NO. HS12-230V ELECTRIC HYDRAULIC SWAGER (MADE IN JAPAN) 

Model No. HS12-230V
Swaging Capacity (mm) 6 – 12mm Wire Rope

Voltage (VAC) 230
Output Force (ton) 11
Tool Weight (kg) 7.5

Gross Weight (kg) 18
Dimensions (mm) 433 x 104 x 243 (LxWxH) 

Swaging Speed (sec) 18

Accessories
4 set dies, RC450 Wire Rope Cutter, 
Screw Driiver (For Replacing Dies), 
Shoulder Strap, Carry Case & Check 

Gauge

Suitable Sleeve & DiesHS12-MH230 / HS12-230V        Suitable Sleeve & Dies

Suitable 
Dies 

Oval 
Sleeve 

Wire Rope 
Dia. (mm) 

OS-6D OS-6A 6 
OS-8D OS-8A 8 

OS-9D&10D OS-9A 9 
OS-9D&10D OS-10A 10 

OS-12D OS-12A 12 
 

REFER PAGE 39 FOR 
ARM SWAGING SLEEVE 
AND TOOL TECHNICAL 

INFORMATION 

SUITABLE SLEEVES FOR HS12-LI230 & HS12-230V 
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BATTERY ELECTRIC SWAGER  
& SLEEVES

SWAGER, BATTERY HYDRAULIC & SLEEVES (MADE IN JAPAN)
For swaging 6-12mm (1/4-1/2”) wire rope together. Arm swaging tools and Arm 
oval sleeves must be used in conjunction (do not use other brands of crimpers with 
sleeves and vice versa).

Model No. HS12-LI230
Battery Voltage (VDC) 25.2V

Battery Type LI-Ion 4.0 AH
Output Force (ton) 10

Size (mm)  
L x W x H 355 x 90 x 350

Swaging Speed (sec) 7
Charging Time (min) 120

Accessories 
(Included in kit)

Tool, 1 x BatterY, 230VAC Charger, Check 
Gauge, RC-450 Cutter, Die Removing Tool, 

Operating Instruction Scan Code in the Case 
& Carry Case

4 set dies included with HS12-LI230 and HS12-230V tool.

BC 0075G (230V) Charger

BPL-2540 Battery

Head Turns 
180°

Trigger Switch 
with Auto Return

Head Turns 
180°
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REFER PAGE 39 
FOR ARM SWAGING 

SLEEVE AND 
TOOL TECHNICAL 

INFORMATION 

HYDRAULIC WIRE ROPE 
SWAGER & SLEEVES

HYDRAULIC WIRE ROPE SWAGER & SLEEVES – ARM

MODEL NO. HS-12HB HYDRAULIC WIRE ROPE SWAGER USING 
ALUMINIUM OVAL SLEEVES (MADE IN JAPAN)
Hand operated hydraulic swager- No Electricity Supply Needed for Operation.
Set Includes:
• Dies (OS-6D/OS-8D/OS-9D&10D/OS-12D) 
• Gauge for swaging confirmation
• Shoulder strap
• Wire rope cutter (dia12mm RC-450)  
• Screw driver (to replace die)

Model No. HS-12HB

Recommended Wire 
Rope mm (inch)

6 (1/4”), 8 (5/16”), 9 (3/8”), 
10 (13/32”), 12 (1/2”)

Output tonf (kN) 12 (117)
Weight (Main Item) 

(kg) 15.5
Packing Weight (kg) 25.1

Aluminium Oval Sleeves for HS-12HB
Item No. OS-6A 0S-8A OS-9A OS-10A OS-12A

Wire Rope Dia 
(mm) 6.0 8.0 9.0 10.0 12.0

Suitable Dies OS-6D OS-8D OS-9D & 10D OS-12D




