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MODEL No. SH-5PDG HYDRAULIC HAND PUNCH  
(MADE IN JAPAN)

CAPACITY
• 90mm diameter hole in 3.2mm thick mild steel.
• 40.5 diameter hole in 3.2mm thick stainless steel.

FEATURES
The SH-5PDG is a portable hand hydraulic 
punch with swivel head for easy access to tight 
work areas.

DETAILS
• Self-contained hand hydraulic punch
• Ideal for switchboards
• Slim design

SPECIFICATIONS
Model No. SH-5PDG

Output force (kN) 50
Rotation 2 Way 360°

Case Included Steel
Weight (kg) 2.4

MILD STEEL PUNCH KIT  
MODEL NO. SH-5PDGISOMS
INCLUDES:
1 SH-5PDG Hand hydraulic punch
2 Draw studs (3/8” & 3/4”) Model No. 10-04 & 10-05
4 Collars/Spacers (Large, Medium, Small, Ex-small)
1 Steel carrying case
7  Round Punching Dies Shark Brand 16.2, 20.4, 22.5, 

25.4, 32.5, 40.5 & 50.8mm Diameter  
(3 crown style ISO)

1 Short Stud Adaptor (3/4” x 3/8”) Model No. 10-14

STAINLESS STEEL PUNCH KIT 
MODEL NO. SH-5PDGISOSS 
INCLUDES:
1 SH-5PDG Hand hydraulic punch
3  Draw studs (3/8”, 7/16” & 3/4”) Model No. 30043, 

29451 & 29452
4 Collars/Spacers (Large, Medium,Small, Ex-small)
1 Steel carrying case
6  Round Punching Dies Shark Brand 16.2, 20.4,  

22.5, 25.4, 32.5 & 40.5mm Diameter  
(twin cutting edges ISO)

1 Short Stud Adaptor (3/4” x 3/8”) Model No. 10-14

PUNCH KITS – HAND 
HYDRAULIC
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Our mild steel punches have 3 cutting 
crown edges and require less force to pull 

through than 4 crown punches

MORE PUNCH & DIES FROM PAGE 291
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MODEL No. SH-10 HYDRAULIC HAND PUNCH 
(MADE IN JAPAN)

CAPACITY
•  104mm diameter hole in 3.2mm thick mild steel
•  63.5mm diameter hole in 3.2mm thick stainless

steel

FEATURES
The SH-10 is a hand pump with remote punching 
head on hose lead for flexibility. 

DETAILS
• Ideal for switchboards
• Slim and manoeuvrable design

SPECIFICATIONS
Model No. SH-10

Output force (kN) 81.5 (@ 685 Bar)
Oil Required (cc) 35
Dimensions (mm) 370 x 220 x 130

Kit Weight (kg) 9.0

MILD STEEL PUNCH KIT  
MODEL No. SH-10ISOMS
INCLUDES:
1  SH-10 Punch Head with HP-180N Hand Pump 

& Hose
2 Draw studs (3/8” & 3/4”) Model No. 10-04 & 10-05
3 Collars/Spacers (Large, Medium & Small)
1 Steel carrying case
7  Round Punching Dies Shark Brand 16.2, 20.4, 22.5, 

25.4, 32.5, 40.5 & 50.8mm Diameter 
(3 crown style ISO)

1 Short Stud Adaptor (3/4” x 3/8”) Model No. 10-14

STAINLESS STEEL PUNCH KIT 
MODEL No. SH-10ISOSS 
INCLUDES:
1  SH-10 Punch Head with HP-180N Hand Pump 

& Hose
3  Draw studs (3/8”, 7/16” & 3/4”) Stainless Steel 

Model No. 10-04, 29451 & 29452
3 Collars/Spacers (Large, Medium & Small)
1 Steel carrying case
7  Round Punching Dies Shark Brand 16.2, 20.4, 

22.5, 25.4, 32.5 & 40.5 & 50.8mm Diameter  
(twin cutting edges ISO) (63.5mm Punch and Die 
Sold separately)

1 Short Stud Adaptor (3/4” x 3/8”) Model No. 10-14

Our mild steel punches have 3 cutting 
crown edges and require less force to pull 

through than 4 crown punches

MORE PUNCH & DIES FROM PAGE 291

MOST
VERSATILE

PUNCH
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PUNCH DRIVER – KNOCKOUT

HYDRAULIC KNOCKOUT PUNCH DRIVER
The 1681-RS includes a higher capacity 12 tonne (120kN) hydraulic 
cylinder for punching larger diameter holes through thicker material 
than standard knockout punch drivers. The Riken 1681-RS Punch Driver 
includes draw studs to suit commonly available knockout punches including 
Shark, Daia and Greenlee punch & dies.

CYLINDER SPECIFICATIONS

Model Number SC1.2-40S
Max Operating 

Pressure MPa 70

Max Output kN 120
Tonne 12

Effective Area cm² 17.86
Stroke mm 40

Centre Hole Diameter A (mm OD) 19.5
Minimum Overall 

Length B (mm) 126.5
Inner Diameter of 

Cylinder mm OD 54
Outside Diameter of 

Cylinder C (mm OD) 70
Piston Diameter D (mm OD) 35

Piston Ejection Length E (mm) 1.5
Coupler Ejection 

Length F (mm) 17
Coupler Position G (mm) 40

Coupler Connection 
Diameter - Rc3/8

Necessary Oil Level cm³ 72
Weight (Approx) kg 3.0

Model Number 1681-RS
Type Port Punch

Usable 
Thickness

AL 6.3mm  
(50.8mm Hole Max)

MS-SS 1.6 - 3.0mm

Hole Capacity
Round Hole 15-120mm OD
Square Hole 20-92mm □

Pump Type P-16B
Hose Type H3/8-2S

Cylinder Type* SC1.2-40S

Shaft Round 
Cutters

SPR-3/8 x 3/4 
SPR-3/4 x 3/4

Nut NUT-3/4
Washer WP-10 • 20 • 30

*See Below for Cylinder Specifications
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MODEL NO. LS100L (BB) BATTERY PUNCH  
(MADE IN GERMANY)
The 100kN LS100L Battery powered Punch Driver from Greenlee is 
the fastest, most powerful knockout driver available on the market 
today. Easily punch up to 150mm size holes in mild steel and 
115mm holes in stainless steel. Using integrated smart-technology 
senses when the punch cycle is complete it automatically shuts off, 
extending tool life and preventing damage to the punch and die.

FEATURES
• Up to 2x faster cycle time
• Powerful 100kN(10 Tonne) punch force
• Compact & ergonomic
• 360º rotating head punches at any angle
• Lightweight at 2.63kg
• “Auto-Stop” avoids damage to punch
• Led light for dark areas
• 18V Li-Ion Makita Battery
• Easy one-handed operation with ergonomic tapered grip
• 8 second maximum cycle time

PUNCHING CAPACITY
Material Punch Size  

(mm OD)
Material 

Thickness  (mm)

Mild Steel
100 3.0
150 2.5

Stainless Steel
76 3.0

115.4 2.0

SPECIFICATIONS
SQUARE HOLES TO 92MM □

Kit Model No. Dimensions Battery Force (Tonne) Wt (kg) TOOL ONLY
LS100L(BB) 370x120x80mm Makita® 18VDC (Lithium-Ion) 10 2.63

KIT CONTENTS
Model No. Description

03138 LS100L Punch Driver & Case (LS100LB)
52176 2 x Battery 18V Li-Ion 3.0Ah
52179 Charger, Battery Li-Ion 230VAC
20963 Draw Stud 3/8” (3/4” Bottom) x 122mm Long
10109 Draw Stud 3/4” x 136.5mm Long (2113B)
03248 Spacer - Short (1924AA)

ACCESSORIES
MILD STEEL

Model No. Description

03170 (1557AA) - 28.6mm Dia x 76mm long sleeve. Used to punch 
102.7x115.4mm Greenlee brand punch dies

STAINLESS STEEL
Model No. Description

29451 Draw Stud - For punching holes up to 22.5mm
29452 Draw Stud - For punching holes up to 28.3 to 90mm

00785  (1557SS) - 28.6mm Dia x 76mm long sleeve used to punch 
102.7x115.4mm Greenlee brand S/Steel punch & dies

PUNCH – BATTERY

Punches & Dies 
Sold Separately 

SCAN 
& PLAY

REFER PAGES 
296-297 FOR 

PUNCHES 
AND DIES
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PUNCH – HYDRAULIC  
REMOTE HEAD

MODEL No. SH-70B (MADE IN JAPAN)

FEATURES
The portable SH-70B punch was designed to punch 
holes through 13mm mild steel, aluminium and 
copper with a 20.5mm maximum hole.
A stripper guide extends on either side of the ram to strip 
the material after punching. The stripper guide also clamps 
the punch into place to free operators hands for safety. 
The SH-70B comes complete with four sets of Mild Steel 
punch and die sizes, 10.5mm, 13.5mm, 17.5mm and 
20.5mm. This powerful punch has a new designed support 
stand, comes with a 70E-08 cap nut tightening pin and 
steel carrying case.
Keyed shaft facilitates slotted and squared punches. 

SPECIFICATIONS

PUNCH & DIES
Refer below table for punch and dies available, some half sizes are stocked.
20.5mm is the maximum hole size and 6mm is the minimum hole size. 
Suffix “ST” is for Steel and “CU” is for Copper 

Model No. Description Model No. Description
SH-70B6PDCU 6MM PUNCH AND DIE CU SH-70B14PDCU 14MM PUNCH AND DIE CU
SH-70B6PDST 6MM PUNCH AND DIE ST SH-70B14PDST 14MM PUNCH AND DIE ST
SH-70B7PDCU 7MM PUNCH AND DIE CU SH-70B15PDCU 15MM PUNCH AND DIE CU
SH-70B7PDST 7MM PUNCH AND DIE ST SH-70B15PDST 15MM PUNCH AND DIE ST
SH-70B8PDCU 8MM PUNCH AND DIE CU SH-70B16PDCU 16MM PUNCH AND DIE CU
SH-70B8PDST 8MM PUNCH AND DIE ST SH-70B16PDST 16MM PUNCH AND DIE ST
SH-70B9PDCU 9MM PUNCH AND DIE CU SH-70B17PDCU 17MM PUNCH AND DIE CU
SH-70B9PDST 9MM PUNCH AND DIE ST SH-70B17PDST 17MM PUNCH AND DIE ST

SH-70B10PDCU 10MM PUNCH AND DIE CU SH-70B175PDCU 17.5MM PUNCH AND DIE CU
SH-70B10PDST 10MM PUNCH AND DIE ST SH-70B175PDST* 17.5MM PUNCH AND DIE ST

SH-70B105PDCU 10.5MM PUNCH AND DIE CU SH-70B18PDCU 18MM PUNCH AND DIE CU
SH-70B105PDST* 10.5MM PUNCH AND DIE ST SH-70B18PDST 18MM PUNCH AND DIE ST
SH-70B11PDCU 11MM PUNCH AND DIE CU SH-70B19PDCU 19MM PUNCH AND DIE CU
SH-70B11PDST 11MM PUNCH AND DIE ST SH-70B19PDST 19MM PUNCH AND DIE ST
SH-70B12PDCU 12MM PUNCH AND DIE CU SH-70B20PDCU 20MM PUNCH AND DIE CU
SH-70B12PDST 12MM PUNCH AND DIE ST SH-70B20PDST 20MM PUNCH AND DIE ST
SH-70B13PDCU 13MM PUNCH AND DIE CU SH-70B205PDCU 20.5MM PUNCH AND DIE CU
SH-70B13PDST 13MM PUNCH AND DIE ST SH-70B205PDST* 20.5MM PUNCH AND DIE ST

SH-70B135PDCU 13.5MM PUNCH AND DIE CU
SH-70B135PDST* 13.5MM PUNCH AND DIE ST *INCLUDED IN SH-70B KIT

Steel

Copper

IDEAL FOR 
TRANMISSION 

TOWERS

Model No. SH-70B
Operating Pressure (bar) 700

Output force (kN) @ 700bar 
pressure 304

Oil Required (cc) 82
Throat Depth (mm) 70
Dimensions (mm) 360 (H ) x 210 (W) x 95 (D)

Weight (kg) 14
Material Thickness (mm) 13
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MULTI TOOL – BATTERY 
HYDRAULIC

MODEL No. REC-6200MX (MADE IN JAPAN)

FITTED WITH 200AT-410 12 TONNE CRIMP HEAD

HEAD RELEASE PIN

EASY PULL PIN 
TO CHANGE 

HEADS   “FIVE  
IN ONE   
TOOL” 

(*FIVE TOOLS IN ONE - 
WITH ACCESSORY HEADS, 
INTERCHANGEABLE HEADS 
NOT INCLUDED)
Refer pages 14 for Battery 
and Charger Details & 18–20 
for 12T Dies

SPECIFICATIONS
Motor 14.4 VDC

Reservoir 
capacity 100 cc 

Force at die face 127 kN
Head Rotation 180°

Size (mm) 356 x 326 x 70 (LxHxW)

Weight
 5.8kg with BP-84LI 

Battery (without crimp 
head)

Crimp Head Attachment
• Accepts existing 12 ton U-type dies
• Maximum Capacity 300 mm AL & CU
PLEASE NOTE: Add (CC) to the model number suffix 
for lithium-ion batteries e.g. REC 6200MX (CC)  
Includes: Battery Tool, Shoulder strap, Carrying case, 
2 Batteries (BP-84LI) and 12/24VDC-230VAC Charger 
(CH-120) 
(INTERCHANGEABLE HEADS NOT INCLUDED)

MODEL No. 200AT-410 12 Tonne  
Crimp Head attachment to suit  
REC-6200MX

Opening Between Die 
Faces 17mm

Maximum Capacity 300mm2 Al/Cu
Weight 2.4kg

Accepts existing 12 ton U-type dies (Refer page 18–20)

MODEL No. 200AT-50YC Cable Cutter 
attachment to suit REC-6200MX

Cutting 
Capacity

Up to 50mm OD Cable  
(Including Insulation)  

Cuts nonferrous cables only
Weight 1.0kg
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MULTI TOOL – BATTERY 
HYDRAULIC

MODEL No. 200AT-AP18 Angle Steel 
Puncher attachment to suit  
REC – 6200MX

Punching 
Capacity

  Supplied with 3 sets of Punch Dies 
10.5, 13.5 & 17.5 mm Diameter 
for 6mm thick steel

Size 186 x 130 x 67 mm
Weight 3.8 kg

Throat Depth 47mm
To Centre of 

Punch 23.5mm

MODEL No. 200AT-13WT Threaded rod 
cutter attachment to suit  
REC – 6200MX

Cutting Capacity
M10 or 3/8BSW Steel  

Threaded Rod
Stainless Steel

M12 or 1/2 BSW Steel  
Threaded Rod

Stainless

Includes a 13WT-07 M12 Blade Set 
OPTIONAL BLADE SETS 
13WT-06 M10, 13WT-02 3/8 BSW, 13WT-05 1/2 BSW

FOR STAINLES STEEL, MILD 
STEEL, BRASS, ALUMINIUM 
ETC, TO 3.0MM THICK

MODEL No. 200AT-9PD Knock out 
Puncher attachment to suit  
REC-6200MX

Punching Capacity
 Up to 63.5mm Stainless Steel 
and (115.5mm) diameter hole on 
3.0mm thickness Mild Steel.

DETAILS
•  Punch & die, Draw Studs & Spacer Collars are the 

same as those used for SH-10. Refer pages  
346–347 for standard punch & dies

•  200AT-9PD comes with Draw Studs & Spacer 
Collars.

Refer pages 291-300 for suitable punch & 
dies.
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PUNCH – HAND STUD  
& BUSHINGS

METAL STUD PUNCHES (MADE IN USA)

FEATURES
•  Punch up 1.0mm steel studs in one stroke. 
•  Aluminium head provides strength with 

minimum weight, reducing operator fatigue.
•  Contoured handle design gives better 

operator leverage and makes it possible to 
punch in tight places.

•  Self-stripping design eliminates punch hang-
ups.

•  Automatically centres holes on standard 
studs.

SPECIFICATIONS
Capacity 

22280 - 41.3 mm and wider studs.

1.0 mm thick steel studs.

21285 - 63.4 mm and wider studs.

1.0 mm thick steel studs.

Model No. Description Weight 
(kg)

22280 22.2mm Diameter Stud Punch 3.2
21285 34.1mm Diameter Stud Punch 3.5
04006 Punch for 22280
22286 Die for 22280
24823 Punch for 21285
21297 Die for 21285
06015 Pin Kit
36617 Link
05932 Link & Pin Kit (22280/21285)
21557 Compression Spring

 

Model No.  
05928

SPECIFICATIONS

ModelNo. Description Weight 
(Kg)

22289 1,000 Bushings for 22.2 mm Diameter Hole 1.7
05928 1,000 Bushings for 34.1 mm Diameter Hole 7.0

Model No.  
22289

BUSHINGS FOR METAL STUD PUNCHES 
(22280 & 21285)

FEATURES
•  Triple lock design holds bushing securely.
•  Locks securely into metal studs from 0.55mm to 

2.5mm thick.
•  Helps protect wire insulation from sharp edges of 

metal studs.
•  Makes pulling smooth and easy by preventing 

hang-ups of cable on raw metal edges. 
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PUNCH & DIES – KNOCK OUT

KNOCKOUT PUNCH & DIES (MADE IN JAPAN)
For use with a hydraulic punch driver. A premium grade of mild & stainless steel 
punch & dies, both of which are designed to resist wear to ensure accurate holes 
and long punch life. In Australia they are commonly referred to as chassis punches. 
MILD STEEL ROUND PUNCHES
Made from high grade tool steel, our mild steel punches have 3 cutting crown edges and require less force to pull 
through than 4 crown punches. The 3 edges also provide excellent stability whilst allowing material to be easily 
removed from the die after punching. 

Description Crown Style Punch

Type MILD STEEL/BRASS/ALUMINIUM  
(Max 3.2mm Thick)

Round Hole 
Size (mm) Model No. Draw Stud Used

16.2 PD-16.2MS 10-04 OR 30043 – 3/8”
20.4 PD-20.4MS 10-04 OR 30043 – 3/8”
22.5 PD-22.5MS 10-04 OR 30043 – 3/8”
25.4 PD-25.4MS 10-04 OR 30043 – 3/8”
32.5 PD-32.5MS 10-05 OR 03294 – 3/4”
40.5 PD-40.5MS 10-05 OR 03294 – 3/4”
50.8 PD-50.8MS 10-05 OR 03294 – 3/4”
63.5 PD-63.5MS 10-05 OR 03294 - 3/4”

STAINLESS STEEL ROUND PUNCHES
Made from premium grade oil hardened tool steel.

Description Twin Cutting Edges Cuts Slugs in Half

Type STAINLESS STEEL/MILD STEEL/BRASS/
ALUMINIUM (Max 3.2mm Thick)

Round Hole 
Size (mm) Model No. Draw Stud Used

16.2 PD-16.2SS 30043 – 3/8” (1.6mm Thick)
20.4 PD-20.4SS 29451 – 7/16” (2.5mm Thick)
22.5 PD-22.5SS 29451 – 7/16” (2.5mm Thick)
25.4 PD-25.4SS 29451 – 7/16” (2.5mm Thick)
32.5 PD-32.5SS 29452 – 3/4” 
40.5 PD-40.5SS 29452 – 3/4”
50.8 PD-50.8SS 29452 – 3/4”
63.5 PD-63.5SS 29452 – 3/4”

Model No. Description
PD-SET-MS Mild Steel Punch & Die Set, Includes 7 Sizes: 16.2, 20.4, 

22.5, 25.4, 32.5, 40.5 & 50.8mm

PD-SET-SS Stainless Steel Punch & Die Set, Includes 7 Sizes: 16.2, 
20.4, 22.5, 25.4, 32.5, 40.5 & 50.8mm

SQUARE PUNCHES
Type BRASS/ALUMINIUM/ETC (Max 3.2mm Thick)

SQUARE Hole 
Size (mm) Model No. Draw Stud Used *

25.4 PD25.4-SQ 03S0034060 (1/2” X 3/4”)
45 PD45-SQ 03S0036060
46 PD46-SQ 03S0036060
68 PD68-SQ 03S0036060
92 PD92-SQ 03S0036060

*Note that Square Punches are supplied with Draw Stud
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PUNCH & DIES – KNOCK OUT

KNOCK OUT PUNCH & DIES (MADE IN JAPAN) 

For use with hydraulic punch driver. A premium grade range of 
punch & dies manufactured from high grade tool steel for mild steel, 
ensuring accurate holes and long punch life. For mild steel up to 
3.2mm thick.

Round Hole  
Size (mm) Model No. Draw Stud Used 

(UNF)
21.9 16 3/8
20.0 19 3/8
26.3 25 3/8
27.4 22 3/4
32.7 31 3/4
34.2 28 3/4
39.0 39 3/4
42.8 36 3/4
48.7 42 3/4
51.7 51 3/4
60.5 54 3/4
64.4 63 3/4
76.0 70 3/4
77.1 75 3/4
88.8 82 3/4

102.5 92 3/4
115.2 104 3/4

JIM SERIES KNOCK OUT PUNCH & DIES (MADE IN JAPAN) 
Riken high quality metal punch and dies are 
manufactured from hardened fine alloy tool steel. 
The punches feature three cutting edges that provide 
stability and reduce damage to cutting edges. Punches 
have precision designed cutting edges for long cutting 
life.
106 sizes available in full sizes 15mm-120mm OD 
(Increments of 1mm)

ORDERING INFORMATION
For quotation or ordering information model numbers 
use prefix code “JIM” plus “-” and actual size in 
millimetres “XX”
• For example, a 46mm punch and die set will be 

model no. JIM-46
• For example, a 115mm punch and die set will be 

model no. JIM-115

PUNCH & DIE SIZE 

(mm OD) Draw Stud Size 
(“/Inches UNF)

15-26 3/8
27-120 3/4

NOTE: Punch and die supplied as set, not available individually. 
Requires punch unit (manually operated, hydraulic, battery, electric) 
with draw stud to utilise
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PUNCH & DIES –  
SLUG SPLITTER®

SLUG SPLITTER SC KNOCKOUTS

FEATURES
Slug-Splitter SC™ (Self-Centering) Knockout Punches
•  Slug-Splitter SC™ heavy-duty punches are designed to punch up 

through 3.5 mm stainless steel.
•  Unique slug-splitting design and tool steel construction easily punch 

3.5 mm mild steel and stainless steel.
•  Self-centering punch aligns itself on pilot hole. (Slug-Splitter SC™) 
•  No need to draw crosshairs or line up die alignment marks. (Slug-

Splitter SC™)
•  Unique punch profile also splits slugs for easier slug removal.
•  Heavy-duty dies and stainless steel draw studs for longer life.
•  Excellent abrasion resistance for punching fibreglass and plastic.
•  Slug-Splitter SC™punch units consist of: punch, die and draw stud. 

Check individual punch for specific capacity.
•  Patent Pending for Self-centering Slug-Splitter SC™.

Unique Slug-Splitter 
SCTM punch design 

creases slug as the punch 
is drawn into the die.

Slug is split in half as 
punching operation is 

completed.

Split slugs fall free from 
the die and stud.

Continued Next Page...
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PUNCH & DIES –  
SLUG SPLITTER & SLUG BUSTER®

...Continued From Previous Page

SPECIFICATIONS
Application 3.5mm stainless steel, mild steel, fibreglass and plastic, etc

Operation Operate with battery, hydraulic or high leverage ratchet driver only.

SELF CENTERING 
Model No. Punch Model No. Die Hole Size  (mm) Capacity Stainless Steel (mm) Draw Studs

Slug-Splitter SC (Self Centering) Knockout Punches
28154 28155 22.5 3.5 - 29451
28156 28157 28.3 3.5 31872 29452
36490 36489 30.5 3.5 31872 29452
28158 28159 34.6 3.5 31872 29452
28160 28161 43.2 3.5 31872 29452
28162 28163 49.6 3.5 - 29452
28165 28166 61.5 3.5 - 29452

STANDARD 
Model No. Punch Model No. Die Hole Size  (mm)

Capacity Stainless Steel 
(mm) Draw Studs Sleeve

04599 04598 16.2 2.5 29451 29451 -
31119 31128 18.6 2.5 29451 29451 -
31120 31129 20.4 2.5 29451 29451 -
04602 04601 25.4 3.5 31872 29452 -
04605 04603 32.5 3.5 31872 29452 -
31122 31135 37.0 3.5 31872 29452 -
04608 04607 40.5 3.5 31872 29452 -
31123 31131 47.0 3.5 - 29452 -
04611 04609 50.8 3.5 - 29452 -
31124 31132 54.0 3.5 - 29452 -
31125 31133 60.0 3.5 - 29452 -
04614 04613 64.0 3.5 - 29452 -
00622 00626 74.0 3.5 31872 29452 -
00623 00627 89.9 3.5 31872 29452 -
00624 00629 102.7 3.5 31872 29452 00785 (1557SS)
00625 00630 115.4 3.5 31872 29452 00785 (1557SS)
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PUNCH & DIES –  
SLUG BUSTER®

SLUG-BUSTER® KNOCKOUT (MADE IN THE USA)

  
 
 
 
 
 

FEATURES
•  The contractor’s choice – worldwide.
•  Unique punch profile also splits slugs for easier slug removal.
•  Use with battery-powered, hydraulic or manual operation.
•  Uses standard Greenlee dies and draw studs.
•  Slug Buster punches available in sizes up thru 64.0 mm.

SPECIFICATIONS 
Capacity 3.0mm Punch mild steel, aluminium, fibreglass and plastic

SLUG-BUSTER SC FOR USE WITH SPANNER OR WRENCH HAND OPERATED

FEATURES
•  Save time and ensure accuracy!  

Self-centering punch aligns itself on pilot hole.
•  No need to draw crosshairs or line up die alignment marks.
•  Unique punch also splits slugs for easier slug removal.
•  US Patent No. 6,973,729

SPECIFICATIONS

Model No.
Hole Sizes Weight (Unit) Punch Only Die Only Stud Only

 (mm) g Model No. Model No. Model No.
10801 22.2 137 11361 14722 00042
10802 28.3 363 11362 06972 04040
10807 30.5 408 11357 36278 04040
10803 34.6 454 11363 04011 04040
10804 43.2 590 11364 04013 04040
10805 49.6 953 11365 04061 04042
10806 61.4 1043 11366 04063 04042

Unique Slug-Buster© 
punch design creases 
slug as the punch is 
drawn into the die.

Slug is split in half as 
punching operation is 

completed.

Split slugs fall free 
from the die and 

stud.

1. 2. 3.

SCAN 
& PLAY

For Punch, Die and Draw Stud 
details refer to QR code
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PUNCH & DIES – OILTIGHT  
& KEYWAY

SPECIAL APPLICATION HAND OPERATED PUNCHES

OILTIGHT PUNCHES WITH NOTCHES

SPECIFICATIONS

Hole Size mm Max 
Capacity 

Mild Steel 
mm

Operation 
Type

Model No. Min 
Pilot 
Hole 
mm

A B C

Complete 
Punch Unit* Punch Die Draw 

Stud
Counter 

Nut

SS MS

22.5 3.2 25.4 2.0 2.4 Hyd 44352 44390 44376 44413 04445 15.9
30.5 4.8 36.0 2.0 2.4 Hyd 44369 44406 44383 44413 04445 15.9

* Contains Punch, Die, Draw Stud & Counter Nut

KEY PUNCHES

 

SPECIFICATIONS

Hole Size mm Max 
Capacity 

Mild Steel 
mm

Operation 
Type

Model No.
Min Pilot 
Hole mm

Weight 
Kg

Optional 
Adapt for 
Hyd DriveA B C

Complete 
Punch 
Unit*

Punch Die Draw 
Stud

BB 
Drive 
Nut

Counter 
Nut

12.2 1.4 0.8 1.5 Hand-Hyd 60101 60102 60103 60115 60120 05244 9.5 0.4 60114 ◊
29.7 3.1 2.5 2.0 Hand-Hyd 60104 60105 60106 60166 60165 60258 23.8 1.0 60167 ◊
32.1 4.0 2.5 2.0 Hand-Hyd 60107 60108 60109 60166 60165 60258 23.8 1.1 60167 ◊
33.7 2.6 2.5 2.0 Hand-Hyd 60110 60111 60112 60166 60165 60258 23.8 1.1 60167 ◊

◊ For Maximum Draw Stud Life, Hydraulic or Battery Drivers are Recommended 
* Contains Punch, Die, Draw Stud, BB Drive Nut & Counter Nut
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PUNCH & DIES –  
“D” & DOUBLE “D”

SPECIAL APPLICATION HAND OPERATED PUNCHES

“D” PUNCHES

SPECIFICATIONS

Hole Size 
mm

Max 
Capacity 

Mild Steel 
mm Op. Type

Model No.
Min Pilot 
Hole mm

Weight 
Kg

Optional 
Adapt for 
Hyd Drive

A B
Complete 

Punch 
Unit*

Punch Die Draw 
Stud

BB 
Drive 
Nut

Counter 
Nut

12.7 11.9 2.0 Hand-Hyd 60077 60078 60079 60115 60120 05244 9.5 0.41 60114 ◊
5.9 15.1 2.0 Hand-Hyd 61080** 34421 34733 04638 12.7 0.50 33967 ◊
19.1 17.9 2.0 Hand-Hyd 61083** 34421 34733 04638 12.7 0.50 33967 ◊

◊ For use with any Greenlee Hydraulic Driver or Battery-Powered Driver 
* Contains Punch, Die, Draw Stud, BB Drive Nut & Counter Nut 
** Sold as Unit only 
For Maximum Draw Stud Life, Hydraulic or Battery Drivers are Recommended

DOUBLE “D” PUNCHES

SPECIFICATIONS
Hole Size mm

Max Capacity 
Mild Steel mm Op. Type

Model No.
Min Pilot 

Hole 
mm

Weight 
Kg

Optional 
Adapt for Hyd 

DriveA B Complete 
Punch Unit*

Draw 
Stud

BB Drive 
Nut

Counter 
Nut

19.5 16.3 2.0 Hand-Hyd 61086** 34421 34733 04638 12.7 0.50 33967 ◊
20.2 17.6 2.0 Hand-Hyd 61089** 34421 34733 04638 12.7 0.50 33967 ◊
23.2 19.2 2.0 Hand-Hyd 61092** 34421 34733 04638 12.7 0.54 33967 ◊
23.2 20.2 2.0 Hand-Hyd 61095** 34421 34733 04638 12.7 0.90 33967 ◊
34.9 28.6 2.0 Hand-Hyd 60098** 60166 60165 60258 23.8 1.10 60167 ◊

◊ For use with any Greenlee Hydraulic Driver or Battery-Powered Driver 
* Contains Draw Stud, BB Drive Nut & Counter Nut 
** Sold as Unit only 
For Maximum Draw Stud Life, Hydraulic or Battery Drivers are Recommended
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PUNCH & DIES – SQUARE

SQUARE AND SPECIAL SQUARE PUNCHES  
(MADE IN THE USA)

SPECIFICATIONS
Hole 
Size

Max 
Capacity 

Mild Steel Op. Type
Model No. Min Pilot 

Hole Weight Optional Adapt 
for  

Hyd Drive
mm mm Complete 

Punch Unit* Punch Die Draw 
Stud

BB Drive 
Nut

Counter 
Nut mm Kg

12.7 1.5 Hand-Hyd 60001 60002 60003 60115 60120 05244 9.5 0.50 60114◊
15.9 2.0 Hand-Hyd 61004 60005 60006 34421 34733 04638 12.7 0.68 33967◊
19.1 2.0 Hand-Hyd 61007** - - 34421 34733 04638 12.7 0.68 33967◊
22.4 2.0 Hand-Hyd 61010** - - 34421 34733 04638 12.7 0.82 33967◊
24.0 2.0 Hand-Hyd 61013** - - 34421 34733 04638 12.7 1.0 33967◊
50.8 3.5 Hyd Only 60168 60169 60170 60118 - 60235 30.2 3.1 ◊
104.8 3.5 Hyd Only 60177 60178 60179 60118 - 60235 30.2 8.5 *
138.0 2.0 Hyd Only 60234 60023 60024 60118 - 60235 30.2 9.1 *

Special Square
A=22.5 
B=20.1 2.0 Hyd Only 61125** 34421 34733 04638 12.7 0.3 33967

* For use with with Hand and Foot Pump Hydraulic Drivers with Ram
◊  For Maximum Draw Stud Life, Hydraulic or Battery Drivers are Recommended
** Sold as Unit only
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PUNCH & DIES – 
RECTANGULAR

RECTANGULAR PUNCHES (MADE IN THE USA)

SPECIFICATIONS

Hole Size

Max 
Capacity 

Mild Steel 
mm

Op. Type

Model No. Min 
Pilot 
Hole 
mm

Weight 
Kg

Optional 
Adapt for Hyd 

Drive

Complete 
Punch 
Unit*

Punch Die Draw 
Stud

BB 
Drive 
Nut

Counter 
Nut

11.1x22.2 1.5 ◊Hand-Hyd 60025 60026 60027 60115 60120 05244 9.5 0.50 60114◊
17.0x19.0 2.0 ◊Hand-Hyd 61028 60029 60030 34421 34733 04638 12.7 0.68 33967◊
19.1x29.0 2.0 ◊Hand-Hyd 60031 60032 60033 60117 60165 60258 15.9 1.00 60167◊
19.1x33.3 2.0 ◊Hand-Hyd 60034 60035 60036 60117 60165 60258 15.9 1.00 60167◊
21.9x25.9 2.0 ◊Hand-Hyd 60037 60038 60039 60117 60165 60258 15.9 1.00 60167◊
22.0x30.0 2.0 ◊Hand-Hyd 60040 60041 60042 60117 60165 60258 15.9 1.10 60167◊
22.0x42.0 2.0 ◊Hand-Hyd 60043 60045 60046 60117 60165 60258 15.9 1.30 60167◊
25.1x29.0 2.0 ◊Hand-Hyd 60047 60048 60049 60117 60165 60258 15.9 1.20 60167◊
31.8x35.1 2.0 ◊Hand-Hyd 60050 60051 60052 60117 60165 60258 15.9 1.40 60167◊
33.3x67.9 3.5 ◊Hyd Only 60053 60054 60055 60018 - 60235 30.2 2.30 ◊
35.0x52.0 3.5 ◊Hyd Only 60056 60057 60058 60018 - 60235 30.2 2.80 ◊
35.0x65.0 3.5 ◊Hyd Only 60059 60060 60061 60018 - 60235 30.2 3.10 ◊
35.0x82.0 2.0 *Hyd Only 60062 60063 60064 60018 - 60235 30.2 3.50 *
35.0x112.0 2.0 *Hyd Only 60065 60066 60067 60018 - 60235 30.2 4.20 *
46.0x92.0 3.5 *Hyd Only 60068 60069 60070 60018 - 60235 30.2 4.00 *
57.2x88.9 3.5 *Hyd Only 60071 60072 60073 60018 - 60235 30.2 4.60 *
68.0x138.0 2.0 *Hyd Only 60074 60075 60076 60018 - 60235 30.2 7.30 *

*For use with with Hand and Foot Pump Hydraulic Drivers with Ram 
◊  For use with any Hydraulic Driver or Battery-Powered Driver For maximum draw stud life,  

we recommend the use of battery or hydraulic drivers
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PUNCH & DIES – ELECTRONIC 
CONNECTOR

ELECTRONIC CONNECTOR PANEL PUNCHES

FEATURES
•  Cut-out and mounting slots are punched in one 

operation.
•  Drill only one 11.1 mm pilot hole.  

(Refer page 364 for Kwik Stepper step bits.)
•  Fast, accurate panel punching with no sawing or filing 

required.
•  Universal size punches for front or back mount of TRW 

Cinch and ITT Cannon-type or equivalent connectors 
in 9, 15, 25, 37 or 50-pin configurations.

 

SPECIFICATIONS
Capacity 1.5 mm mild steel; 3.5 mm aluminium

Operation Manual with a wrench; hydraulic drivers, Battery Driver, Ram and Pump hydraulic drivers

Complete 
Punch 
Unit No of 

Pins

Dimensions Model No. Weight

Model No. A 
(mm)

B 
(mm)

C 
(mm) Punch Die Draw 

Stud
Square Counter 

Nut Drive Nut Kg

34436 9 20.0 24.9 11.9 34441 35196 34421 04638 34733 0.64
34437 15 28.6 33.3 11.9 34442 35197 34421 04638 34733 0.68
34420 25 42.0 42.1 11.9 34418 35198 34421 04638 34733 0.91
34429 37 58.3 63.4 11.9 34427 35199 34421 04638 34733 0.91
34444 50 55.9 61.0 14.7 34443 35200 34421 04638 34733 0.91
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DRAW STUDS 

DRAW STUDS FOR HYDRAULIC DRIVERS

Replacement Draw Stud Selection Guide. Refer to the pictures and information below when 
ordering a replacement draw stud.

Mid Section Circular Circular Circular Circular Circular

Picture

  

Stainless Steel

  

Stainless Steel

 

Model No. 10-04 30043 20963* 29451 10-14^ (ADAPTOR)

Length (mm) 76.0 71.0 120.0 110.0 45.0

OD (mm) 9.5 9.5 9.5 11.1 19.0 (9.5 INTERNAL)

Thread (UNF) 3/8 3/8 3/8 (3/4 Bottom) 7/16 (3/4 Bottom) ¾ (3/8 INTERNAL)

TPI (Threads 
per inch) 24 24 3/8=24 

3/4=16
7/16=20 
3/4=16

3/4=16 
3/8=24

DRAW STUDS FOR MANUAL DRIVERS

Replacement Draw Stud Selection Guide. Refer to the pictures and information below when 
ordering a replacement draw stud.

Mid Section Circular Circular Circular Circular

Picture     

Model No. 04042 00042 04040 04218
Length (mm) 75.0 41.0 54.0 35.0

OD (mm) 19.0 9.5 19.0 6.4
Thread (UNF) 3/4 3/8 3/4 1/4

TPI (Threads per 
inch) 16 24 16 20

Mid Section Circular Circular Circular Circular

Picture  

  

Stainless Steel

 

Model No. 31872+ 10-05 29452 10109 <

Length (mm) 114.3 135.0 140.0 136.5

OD (mm) 19.0 19.0 19.0 19.0

Thread (UNF) 3/4 3/4 (3/8 INTERNAL) 3/4 3/4”  

TPI (Threads 
per inch) 16 3/4=16 

3/8=24 16 16

*Alternative #SMR-3/8x3/4     ^ Alternative #33967    + Alternative # 03294    < Greenlee Model 2113B
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DRAW STUDS, SPACERS
& KEYWAY PUNCH

DRAW STUDS FOR RATCHET DRIVERS &  
SPECIAL SQUARE PUNCHES (MADE IN THE USA)

Replacement Draw Stud Selection Guide. Refer to the pictures and 
information below when ordering a replacement draw stud.

Type Special Shape Punches
Mid Section Hex

Picture

 

Model No. 60116 60117 34421 60115 60166 60118 60167 (ADAPTOR)
Length (mm) 127 127 90 87 117 171 40

OD (mm) 9.5 12.7 9.5 6.3 12.7 19.0 19.0 (12.7 INTERNAL)
Thread (UNF) 3/8 1/2 3/8 1/4 5/8 3/4 ¾ (1/2 INTERNAL)
TPI (Threads  

per inch) 24 20 24 28 18 16 3/4=16 
1/2=20

SPACERS FOR PUNCHING

Replacement spacers for punching. Refer to the pictures and information below when ordering a 
replacement spacer.

KEYWAY PUNCH (MADE IN THE USA)

FEATURES
•  Eliminates time-consuming hand sawing and filing when making keyways  

for push-button switches.
•  Use as a nibbler to make wider or deeper keyways.
•  Punches 3.2 mm or 4.8 mm keyways for 22.5 mm or 30.5 

mm push-button holes.

SPECIFICATIONS

Model No. Description Operation Capacity Weight Kg
26534 Keyway Punch Manual 3.5mm 1.27
26536 (Replacement) Punch
26538 (Replacement) Die

4.8mm

720

3.2mm

SCAN 
& PLAY
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PUNCH – ELECTRIC

DIAMOND HANDY PUNCHERS (MADE IN JAPAN)
Powerful punching action produces a burr free, round or elliptical hole far faster. Strong enough for steel, these 
punchers run off single phase (double insulated) and are equipped with side handle, stand, 11mm punch with die 
and carrying case.

   

EP-19V EP-20S EP-1475V EP-2110V

Most popular model More powerful than EP-19V, for 
thicker bars with throat scale

Features deep throat for lip 
channel bars Suitable for H-Beams

Model No.
Max Hole Size (mm) Max. Material Thickness (mm)

Wt (kg)
Dimensions 

(mm) Power Watts
Circular Eliptical Mild St / Alum Stain Steel L x W x H

EP-19V 20 14 x 21 6 5 16.1 133x195x484 230V 1050
EP-20S 21 14 x 21 8 6 15 138x217x554 230V 2500

EP-1475V 15 11 x 16.5 6 5 11.8 124x175x421 230V 1020
EP-2110V 22 18.2 x 22 10 5 23.8 138x217x554 230V 2500

 
Round Hole Size (mm)

3.4 4.2 5 5.5 6 6.5 6.5 8 8.5 8.5 10 11 12 13 14 15 16 17 18 18.5 19 20 21 22

Model No. Material Thickness (mm)

EP-19V
Mild St/Al - - - - - 6 6 6 6 6 6 6 6 6 6 6 6 6 6  6 6 - -
S.Steel - - - - - 3 3 4 4 4 5 5 5 5 5 4 4 4 4  4 4 - -

EP-20S
Mild St/Al - - - - 4.5 6 6 6 6 8 8 8 8 8 8 8 8 8 8 8 8 8 - -
S.Steel - - - - 3 3 - 4 5 5 5 6 6 6 6 6 6 6 6 6 6 6 - -

EP-1475V
Mild St/Al 2.3 2.3 3.2 3.2 4.5 6 6 6 6 6 6 6 6 6 6 6 - - - - - - - -
S.Steel - - - - - 3 - 4 5 5 5 5 5 5 5 4 - - - - - - - -

EP-2110V
Mild St/Al - - - - - - - - - - 6 9 9 9 9 10 10 10 10 10 10 10 10 10
S.Steel - - - - - - - - - - 5 5 5 5 5 6 6 6 6 6 6 6 6 6

 
Eliptical Hole Size (mm)

4.5x9 5.5x11 6.5x10 6x13 6.5x13 8x13 8.5x13 8.5x17 9x13.5 9x16 9x18 10x15

Model No. Material Thickness (mm)
EP-19V Mild St/Al - - 6 6 - 6 - 6 6 - 6 6
EP-20S Mild St/Al - - 6 6 - 6 - 6 8 - 8 8

EP-1475V Mild St/Al 4.5 6 6 - 6 - 6 - 6 - - 6
EP-2110V Mild St/Al - - - - - - - - 6 6 - 9

 
Eliptical Hole Size (mm)

10x18 10x20 11.5x6.5 12x18 12x20 13x19 14x19.5 14x21 14x22 16.5x20 18.2x22

Model No. Material Thickness (mm)
EP-19V Mild St/Al - 6 6 6 - - 6 6 - - -
EP-20S Mild St/Al - 8 8 8 - - 8 8 - - -

EP-1475V Mild St/Al - - 6 - - - - - - - -
EP-2110V Mild St/Al 9 - 9 - 9 9 10 - 10 10 10

Refer following pages for punch and dies (sold separately) 
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PUNCH & DIES

PUNCH & DIE SETS FOR DIAMOND HANDY PUNCHERS
PUNCH/DIE SETS OF OTHER SIZES ARE AVAILABLE ON REQUEST.  
WHEN ORDERING PLEASE NOTE TO ORDER PUNCH AND DIE SEPERATELY.

EP-2110V

Elliptical hole CUSTOM-MADE
Size Punch AH Die AH Size Punch AH Die AH

8.0X15 6P11225L 6P12025B
9x13.5 6P1124L 6P1204B    
9X16 6P1125L 6P1205B    
10X15 6P1126L 6P1206B    
10X18 6P1127L 6P1207B    

   10X20 6P11272L 6P12072B
   10X25 6P11271L 6P12071B

11X16.5 6P1128L 6P1208B    
   11X18 6P11280L 6P12081B
   11.5X25 6P1129L 6P12082B

12X20 6P1134L 6P1213B    
13X19 6P1130L 6P1209B    

   14X18 6P11311L 6P1216B
14X19.5 6P1131L 6P1210B    

   14X21 6P11318L 6P12161B
14X22 6P11310L 6P1214B    

   14X22.5 6P11312L 6P1217B
   16X22 6P11325L 6P12115B

16.5X20 6P1132L 6P1211B    
18.2X22 6P1133L 6P1212B    

   North/South 
Elliptical

   19.5x14 6P1131LY 6P1210BY

Round hole
Size Punch AH Die AH
10.0 6P1104L 6P1164B
11.0 6P1105L 6P1165B
12.0 6P1106L 6P1166B
13.0 6P1107L 6P1167B
14.0 6P1108L 6P1168B
15.0 6P1109L 6P1169B
16.0 6P1110L 6P1170B
17.0 6P1111L 6P1171B
18.0 6P1112L 6P1172B
19.0 6P1114L 6P1174B
20.0 6P1117L 6P1177B
21.0 6P1115L 6P1175B
22.0 6P1116L 6P1176B
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PUNCH & DIES

PUNCH & DIE SETS FOR DIAMOND HANDY PUNCHERS

EP-19V/EP-20S
Elliptical hole 

Size Punch B Die A Die CB Punch S Punch TB Die 
6.5x10 4P1120 3P1200 3P1180    
6.5x13 4P1121 3P1201 3P1181    
8.5x13 4P1122 3P1202 3P1182 3P1202C   
8.5x17 3P1123 3P1203 3P1183    
9x13.5 4P1124 3P1204 3P1184 3P1204C 3P1124S 3P1204TB
9x18 3P1125 3P1205 3P1185  3P1125S 3P1205TB
10x15 4P1126 3P1206 3P1186 3P1206C 3P1126S 3P1206TB
10x20 3P1127 3P1207 3P1187  3P1127S 3P1207TB

11x16.5 4P1128 3P1208 3P1188 3P1208C 3P1128S 3P1208TB
12x18 3P1129 3P1209 3P1189 3P1209C 3P1129S 3P1209TB

14x19.5 3P11301 3P12101 3P11901  3P11301S 3P12101TB 
14x21 3P1131 3P1211 2P1191 3P1211C 3P1131S 3P1211TB

Round hole 

Size Punch B Die A Die CB Die S Punch SB Die SA Die TB Die
3.4 4P1096  3P1156      
4.2 4P1097  3P1157      
5.0 4P1098  3P1158      
5.5 4P1099  3P1159      
6.0 4P1100 3P1160 3P1140      
6.5 4P1101 3P1161 3P1141 3P1161C 3P1101S 3P1240 3P1220  
8.0 4P1102 3P1162 3P1142 3P1162C 3P1102S 3P1241 3P1221  
8.5 4P1103 3P1163 3P1143 3P1163C 3P1103S 3P1241 3P1222  
9.0 4P11030 3P11630 3P11430   3P12425 3P12420 3P11630TB
10.0 4P1104 3P1164 3P1144 3P1104S 3P1243 3P1223 3P1164TB
11.0 4P1105 3P1165 3P1145 3P1165C 3P1105S 3P1244 3P1224 3P1164TB
12.0 4P1106 3P1166 3P1146 3P1166C 3P1106S 3P1245 3P1225 3P1166TB
13.0 4P1107 3P1167 3P1147 3P1167C 3P1107S 3P1246 3P1226 3P1167TB
14.0 4P1108 3P1168 3P1148 3P1168C 3P1108S 3P1247 3P1227 3P1168TB
15.0 4P1109 3P1169 3P1149 3P1169C 3P1109S 3P1248 3P1228 3P1169TB
16.0 3P1110 3P1170 3P1150 3P1170C 3P1110S 3P1249 3P1229 3P1170TB
17.0 3P1111 3P1171 3P1151 3P1111S 3P1250 3P1230 3P1171TB
18.0 3P1112 3P1172 3P1152 3P1172C 3P1112S 3P1251 3P1231 3P1172TB
18.5 3P1113 3P1173 3P1153 3P1173C 3P1113S 3P1252  3P1173TB
19.0 3P1114 3P1174 3P1154 3P1174C 3P1114S 3P1253  3P1174TB
20.0 3P1115 3P1175 3P1155 3P1175C 3P1115S 3P1254  3P1175TB3

NOTE
S punch and TB die are 
only for the EP-20S.

•  A Dies are used for 
thin material  
(2.0-3.2mm)

•  B Dies are used for 
thick material  
(3.2-6.0mm)

•   SA Dies are used for 
thin stainless material  
(1.0-2.3mm), SB Dies 
are used for thick 
stainless material 
(3.0-5.0mm)

•  CB Dies are for the B 
sides of channel bars
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PUNCH & DIES

PUNCH & DIE SETS FOR DIAMOND HANDY PUNCHERS

EP-1475V

Elliptical hole 

Size Punch B Die A Die CB Die 
4.5x9 4P1118  4P1178  

5.5X11 4P1119  4P1179  
6.5X10 4P1120 4P1200 4P1180  
6.5X13 4P1121 4P1201 4P1181 4P1201C
8.5X13 4P1122 4P1202 4P1182  
9X13.5 4P1124 4P1204 4P1184 4P1204C
10X15 4P1126 4P1206 4P1168  

11X16.5 4P1128 4P1208 4P1188 4P1208C

Round hole 

Size Punch B Die A Die CB Die SB Die SA Die 
3.4 4P1096  4P1156    
4.2 4P1097  4P1157    
5.0 4P1098  4P1158    
5.5 4P1099 4P1159B 4P1159A    
6.0 4P1100 4P1160 4P1140    
6.5 4P1101 4P1161 4P1141  4P1240 4P1220
8.0 4P1102 4P1162 4P1142  4P1241 4P1221
8.5 4P1103 4P1163 4P1143 4P1163C 4P1242 4P1222
9.0 4P11030 4P11635 4P11435 4P11635C   
10.0 4P1104 4P1164 4P1144  4P1243 4P1223
11.0 4P1105 4P1165 4P1145 4P1165C 4P1244 4P1224
12.0 4P1106 4P1166 4P1146 4P1166C 4P1245 4P1225
13.0 4P1107 4P1167 4P1147  4P1246 4P1226
14.0 4P1108 4P1168 4P1148 4P1168C 4P1247 4P1227
15.0 4P1109 4P1170 4P1149 4P1169C 4P1249 4P1228

NOTE
• A Dies are used for thin material  

(1.6-3.2mm)

• B Dies are used for thick material  
(3.2-6.0mm)

• SA Dies are used for thin stainless 
material (1.0-2.3mm), 

• SB Dies are used for thick stainless 
material (3.0-5.0mm)

• CB Dies are for the B sides  
of channel bars
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BITS – STEP 

GREENLEE COBALT STEP BITS (MADE IN USA)
Greenlee’s XT Series Cobalt Step Bits are engineered for maximum life in 
stainless steel but also cuts mild steel, copper, brass, aluminium, fibreglass, 
plastic, wood and laminates. The dual-flute design and split point tip eliminates 
walking makes for faster drilling 
with less force. High speed cobalt 
steel maximises heat and abrasion 
resistance, the steam oxide finish 
runs cooler and extends the life 
of the bit. New split point tip 
penetrates 3.5mm stainless steel 
in 10 seconds.

Model No
Max Material 

Thickness 
(mm)

Minimum 
Chuck Size 

(mm)
# Steps Length 

(mm) Hole Size (mm) Hole Size (“)

05789

3.5 Stainless 
Steel 9.5 (3/8”)

13 78.2
3.2, 4.0, 4.8, 5.6, 6.4, 
7.1, 7.9, 8.7, 9.5, 10.3, 

11.1, 11.9, 12.7
1/8, 5/32, 3/16, 7/32, 1/4, 

9/32, 5/16, 11/32, 3/8, 
13/32, 7/16, 15/32, 1/2

05790 12 84.1
4.8, 6.4, 7.9, 9.5, 11.1, 
12.7, 14.3, 15.9, 17.5, 

19.1, 20.6, 22.2
3/16, 1/4, 5/16, 3/8, 7/16, 
1/2, 9/16, 5/8, 11/16, 3/4, 

13/16, 7/8
05792 3 87.4 12.7, 22.2, 28.6 1/2, 7/8, 1-1/8
05793 Kit All 

Above
Kit All 
Above All Above All Above

KWIK STEPPER STEP BITS FOR MILD STEEL

FEATURES
•  Unique split-tip design penetrates through steel faster.
•  Resists walking or skidding, even on round surfaces.
•  Balanced, double-flute construction requires less pressure, does the work for you.
•  Designed and manufactured in USA.  

Model No. Description
35884 Kwik Stepper Step Bit Kit
03607 Kwik Stepper Step Bit Kit

SCAN 
& PLAY

Model No. Description 03607 Kit 35884 Kit
34401 12.7mm Multi-Hole Step Bit P P

34403 22.2mm Multi-Hole Step Bit P P

30008 28.6mm Multi-Hole Step Bit P

35936 Plastic Case P P

STEP BITS FOR MILD STEEL, PLASTICS, ETC NOT RECOMMENDED FOR STAINLESS STEEL

SPECIFICATIONS

Single Hole Bits are designed to drill one 

indicated hole size through a series of 

steps from bit to tip size. Multi-hole bits 

allow you to drill a hole in any of the stated 

diameters   
 

 
 

     

mm 12.7 12.7 12.7 12.7 20.6 22.2 22.2 28.6 34.9 9.7 30.5 32.5

Step Bit Hole Type Single Single Multi Multi Multi Multi Multi Multi Multi Multi Multi Multi
Inch mm 34410 34401 36402 30005 34411 34403 30008 36414 36018 36020 36022
1/8 3.2 P
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DRILL & TAP COMBINATIONS

COMBINATION DRILL/TAP BITS (MADE IN THE USA)

FEATURES
• Drill, Tap, and Countersink in one easy to use bit.
• Tap holes up to 4X’s faster than traditional methods.
• One-piece Drill/Tap design ensures proper hole 

size for threaded tap size.
• Available in kits and individual bits metric and 

imperial thread sizes.
• Constructed of hardened High Speed Steel.
• Long length Drill/Tap Bits tap up to 12.7 mm 

(1/2”) thick material.
• Split-tip drills fast and resists walking.
• Back tapered beyond tap to prevent thread 

damage.
• Quickly deburrs and countersinks threaded hole.
• Fast, secure 1/4” Quick-Change hex shank.
• Quick-Change adapter included in Standard Length, 

Long Length, and Metric Drill/Tap Kits.
• For best results, use cutting oil with all Drill/Tap bits.

SPECIFICATIONS
Model No. Description 17620 DTAPKIT 12151 DTAPKITM

Kits
12151 M3-M10, 6 Piece Drill/Tap Set P

17620 6-32 to ¼-20 6 Piece Drill Tap Set P

Individual & Replacements 
17611 6-32UNC P

17612 8-32UNC P

17613 10-24UNC P

17614 10-32UNC P

17615 12-24UNC P

17616 ¼-20UNC P

11627 5/16 x 18UNC
11628 3/8-16UNC
12160 M3 x 0.50 P

12161 M4 x0.70 P

12162 M5 x 0.80 P

12163 M6 x 1.00 P

12164 M8 x 1.25 P

12165 M10 x 1.50 P

To extend the life of your tool, use Cutting/Threading Oil.

DRILL, TAP & 
COUNTERSINK 

UP TO  
“4 X” FASTER
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DRILLS – FLEXIBLE

D’VERSIBIT SYSTEM  
(MADE IN THE USA)

FEATURES
A new twist to an old problem. 
These flexible steel drill bits are the right tools for installing 
wire or cable inside existing walls. 
It bends to meet your needs! 
Fishing wire or cable through existing walls used to be 
frustrating and time-consuming, but the D’VersiBIT has made 
it as simple as bowing the spring steel shaft in the direction 
you want to drill and turning on the power. Proven in the 
field to deliver accurate and professional results in many 
applications. Bits range from 4.8 to 25.4 mm in diameter and 
in shaft length from 304.8 to 1828.8 mm.
The D’VersiBIT System makes it possible to easily 
accomplish even complex installations. This patented system 
attaches a quality drill bit to a long flexible spring steel shaft. 
When used with the Placement Tool, this flexibility makes it 
possible to easily manipulate the bit within walls. After drilling, 
attach a D’VersiGRIP to the hole in the drill and pull wire or 
cable back through the wall.

TECHNICAL INFORMATION

Type A, Auger Type B, Combination with Screw Point

 
 

•  Wood-type auger bit with screw point.
•  Pulls itself through wood, avoids walking or skidding.
•  Excellent for drilling in soft woods or through thin sections.
•  Slow back-taper allows for easy retrieval.

•  For aggressive chip removal in many types  of woods.
•  Screw point for easy starting and pulling through wood.
•  With screw point removed, this bit can be ground to function like a 

standard combination bit.

SPECIFICATIONS
Bit Diameter Colour 

Code Shaft Length Shaft Diameter Type A  
Auger

Type B 
Combination with Screw Point

mm mm mm Model No. Model No.
6.4 914 4.0 - -
6.4 1371 4.0 - -
6.4 1828 4.0 - -
9.5 1371 4.8 38068 38093
9.5 1828 4.8 38069 38094
12.7 914 4.8 38072 38097
12.7 1371 4.8 38073 38098
12.7 1828 4.8 38074 38099
14.3 1371 4.8 38078 38103
14.3 1828 4.8 38079 38104
19.1 914 6.4 38082 -
19.1 1371 6.4 38083 -
19.1 1828 6.4 38084 -
25.4 1371 6.4 38088 -
25.4 1828 6.4 38089 -

Bits are colour coded (Blue, Black, Green, Orange, Red & White)
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DRILLS, FLEXIBLE – KITS & 
ACCESSORIES

D’VERSIBIT® STARTER KIT DBITKIT
FEATURES
• All the tools to complete a typical wiring job.
• Includes 38103 bit, 38350 placement tool and 12792 pulling grip.
SPECIFICATIONS

Model No. Description
01630 D’VersiBITR Kit with 14.3mm (9/16”) Bit, Placement Tool and Grip for Pulling 12.7mm (1/2”) OD Wire

QUICK CONNECT EXTENSIONS AVAILABLE UPON REQUEST
FEATURES
•  Flexible shaft allows easy access to difficult and tight areas
•  Convenient 1/4” quick connect receiver accepts most standard quick change accessories.
•  Multiple extensions can be easily joined to create the perfect length for any job.
•  Capacity: Any 1/4” quick change accessory 3/4” diameter and under.

CONTACT US FOR MORE DETAILS
D’VERSIBIT ACCESSORIES (MADE IN USA)
QUICK CONNECT EXTENSIONS
• Flexible shaft allows easy access to difficult and tight areas
• Convenient 1/4” quick connect receiver accepts most standard quick change accessories.
• Multiple extensions can be easily joined to create the perfect length for any job.
• Capacity: Any 1/4” quick change accessory 3/4” diameter and under.

Model No. Description METRIC  (mm) CAPACITY (kg) Wt (g)
12413 Extension, Quick Change 3/16x18” 4.8x457 - 113
12415 Extension, Quick Change 3/16x36” 4.8x914 - 181
12791 Grip, Quick Change 3/8x1/4” 9.5x6.4 45 18
12792 Grip, Quick Change 1/2x1/4” 12.7x6.4 45 22
12793 Grip, Quick Change 3/4x1/4” 19.1x6.4 45 27
12417 Bit, Auger, Quick Change 3/4A 19.1 - 272
12411 Quick Change Extension System Kit - - 1000

EXTENSIONS
•  Sizes for 3/16” (4.8 mm) and 1/4” (6.4 mm) diameter shafts.
•  Connect to chuck end of D’VersiBITR shaft to increase the length of the bit.
SIZING
• 38686 (3XT 54) - connecting end diameter 7/16” (11.1 mm)
• 38689 (4XT 54) - connecting end diameter 5/8” (15.9 mm)
MODEL NO. 38350 PLACEMENT TOOL 712P
• Used to position all bit and shaft sizes 
• Allows placement of the drill bit at any point within the wall.
•  Helpful in judging where the bit will be during drilling to avoid accidentally drilling 

through the wall.
• Useful for vertical and horizontal placements.
WIRE & CABLE PULLING GRIPS
• For pulling wire, cable or fish tape through walls
•  Grip can attach to standard D’Versibit or to any standard 1/4” Quick 

Connect adapter.
• Swivel design reduces twisting.
• Mesh design holds wire or cable during pull.
• Capacity: 45kg pulling force.

Model No. Shaft Diameter METRIC (mm)
12791 Quick Change Grip for Pulling Single Wire with 3/8” to 1/2” 9.5-12.7
12792 Quick Change Grip for Pulling 1/2” OD Wire with 1/2” to 9/16” 12.7 OD Wire/12.7-14.3
12793 Quick Change Grip for Pulling 3/4” OD Wire with 3/4” to 1” 19.1 OD Wire/19.1-24.4

Model No. Shaft Diameter Length
38686 3/16” (4.8 mm) 1,371.6
38689 1/4” (6.4 mm) 1,371.6
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AUGER BITS – IMPACT

Model Number Size OD 
(mm)

Length 
(mm)

STMSF808X200 8 200
STMSF810X200 10 200
STMSF811X225 11 225
STMSF812X225 12 225
STMSF814X225 14 225
STMSF814X457 14 457
STMSF814X600 14 600
STMSF815X225 15 225
STMSF816X225 16 225
STMSF816X457 16 457

STMSF816X600 SPC* 16 600
STMSF818X225 18 225
STMSF818X457 18 457
STMSF818X600 18 600
STMSF819x600 19 600

*  “SPC” Model specifically improved design for Australian Hardwood 
Pole Inspection drilling

Model Number Size OD 
(mm)

Length 
(mm)

STMSF820X225 20 225
STMSF820X457 20 457
STMSF820X600 20 600
STMSF822X225 22 225
STMSF822X457 22 457
STMSF822X600 22 600
STMSF822X900 22 900
STMSF825X457 25 457
STMSF825X600 25 600
STMSF825X900 25 900
STMSF826x225 26 225
STMSF826X457 26 457
STMSF829X457 29 457
STMSF829X600 29 600
STMSF832X600 32 600

IMPACT AUGER BITS

FEATURES
•  Especially designed for Australian hardwood
•  Preferred by major Australian utilities
•  Ideal for power poles, bridges and wharfs
•  Manufactured from high grade alloy steel
•  Individually packaged in plastic protective tube
•  Vigorously tested under Australian conditions
•  Can be resharpened
•  Also available in tungsten tipped  

(Add ‘TT’ to standard Model No. below)

Bushranger Augers are designed with a tough 
fast-cutting specially hardened leadscrew and 
side cutting edges offering the longest tool life 
and lowest cost-per-hole. 
Designed for rugged heavy duty boring jobs in all 
types of hardwood. Used for utility poles, timber 
bridges and for pest control applications. Precision 
machined on absolute centres for easy smooth boring 
(no wobble). 7/16” hex shank for quick change chuck 
or standard keyed chuck.

BUSHRANGER

FINEST 
BITS 

AVAILABLE
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DRILLS – MAGNETIC

MAGNETIC DRILLS HMD SERIES (MADE IN USA)
Trak-Star offers three magnetic drills for holemaking.  
The Low profile HMD130 is ultra-lightweight and easily fits into tight areas.  
The HMD904 is the best all round drill for general fabrication.  
The powerful HMD917 makes large deep holes in heavy duty fabrication environments.

MODEL HMD130 ULTRA LOW PROFILE MAGNETIC DRILL
Features Specifications

 

Ultra Low Profile lightweight right 
angle drill with large capacity. 
Patented quill feed arbor for smooth 
cuts and minimal maintenance. Uses 
RotaLoc Plus™ annular cutters which 
requires no tools for installation or 
removal. Pilot light; positive slug 
ejection; high torque gearing and 
lift detector safety system. Feed 
handle switches easily from side to 
side. Ratchet can be used in place of 
feed handle. Rear mounted controls. 
Carrying handle. Carrying Case 
included. Two year warranty.

Electric 230VAC, 50Hz, 4.5A, 1035W
Motor 4A, 450RPM

Diameter (mm) 12-35
Depth (mm) 25

Cutter/Mount Rotaloc Plus
Dimensions (mm) 170H x 171W x 373L

Magnet
Base (mm) 102W x 229L

Power
25mm Plate (kg) Dead Lift: 982
9.5mm Plate (kg) Dead Lift: 544

Weight (kg) 10.8

MODEL HMD904 MAGNETIC DRILL
Features Specifications

Large 38mm x 50mm capacity. 
Uses Mag Drill Annular Cutters. 
Positive slug ejection. Durable and 
powerful magnet. Wide range of 
accessories are available. Feed 
handles quickly change from side 
to side. Lift detector safety system 
with rear mounted controls. Gravity 
fed coolant system. Carrying case 
included with one year warranty. 

Electric 230VAC, 50Hz, 9A, 1035W
Motor 8A, 450RPM

Diameter (mm) 12-38
Depth (mm) 50

Cutter/Mount 19mm Shank Annular Cutters
Dimensions (mm) 416H x 183W x 210L

Magnet
Base (mm) 102W x 178L

Power

25mm Plate (kg) Dead Lift: 794 
Drilllpoint Breakaway: 433

9.5mm Plate (kg) Dead Lift: 594 
Drilllpoint Breakaway: 322

Weight (kg) 12.5

MODEL HMD917 MAGNETIC DRILL
Features Specifications

Large 60mm x 76mm capacity.  
Powerful high torque motor and 
two-speed gear box. Pilot light. 
Two-stage magnet - 30% increase 
in power when motor is turned on. 
Uses Mag Drill Annular Cutters. 
Positive slug ejection. Feed handles 
quickly change from side to side. 
Lift detector safety system. Rear 
mounted controls. Gravity fed 
coolant bottle supplied. Carrying 
case included with two year 
warranty. 

Swivel Base adds even greater 
versatility: 
Precisely line up your pilot with the 
holes centre location. One stroke 
lock and unlock handle. Great for 
horizontal, overhead, tight areas, 
and getting out over another piece 
of steel. Patented.

Electric 230VAC, 50Hz, 6.75A, 1553W
Motor 6.25A, 250/450RPM

Diameter (mm) 12-60
Depth (mm) 76

Cutter/Mount 19mm Shank Annular Cutters
Dimensions (mm) 656H x 208W x 325L
Swivel Area (mm) 28.5W x 34.9L

Magnet
Base (mm) 89W x 197L

Power

Magnet

25mm Plate 
(kg)

Dead Lift: 1082 
Drillpoint Breakaway: 585

9.5mm Plate 
(kg)

Dead Lift: 742 
Drillpoint Breakaway: 374

Swivel 
Magnet

25mm Plate 
(kg)

Dead Lift
1125

Drillpoint Breakaway
Forward: 473, Back: 552

9.5mm Plate 
(kg)

Dead Lift
808

Drillpoint Breakaway
Forward: 361, Back: 484

Weight (kg) 20.9
Weight (Swivel) (kg) 22.7
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DRILL ACCESSORIES – 
MAGNETIC

ANNULAR CUTTERS FOR HMD904 & HMD917 
25mm  

Model No.
50mm  

Model No.
76mm 

Model No.
Cutter OD 

(mm)
Decimal 

Equivalent
10531 10532 - Pilot Model No.
12312 12412 - 12 0.4724
10533 10534 - Pilot Model No.
12313 12413 - 13 0.5118
12314 12414 - 14 0.5512
12315 12415 - 15 0.5906
12316 12416 - 16 0.6299
12317 12417 - 17 0.6693
12318 12418 - 18 0.7087
10527 10528 24131 Pilot Model No.
12319 12419 12519 19 0.748
12320 12420 12520 20 0.7874
12321 12421 12521 21 0.8268
12322 12422 12522 22 0.8661
12323 12423 12523 23 0.9055
12324 12424 12524 24 0.9449
12325 12425 12525 25 0.9843
12326 12426 12526 26 1.0236
12327 12427 12527 27 1.063
12328 12428 12528 28 1.1024
12329 12429 12529 29 1.1417
12330 12430 12530 30 1.1811
12331 12431 12531 31 1.2205
12332 12432 12532 32 1.2598
12333 12433 12533 33 1.2992
12334 12434 12534 34 1.3386
12335 12435 12535 35 1.3779
12336 12436 12536 36 1.4173
12337 12437 12537 37 1.4567
12338 12438 12538 38 1.4961
12339 12439 12539 39 1.5354
12340 12440 12540 40 1.5743
12341 12441 12541 41 1.6142
12342 12442 12542 42 1.6535
12343 12443 12543 43 1.6929
12344 12444 12544 44 1.7323
12345 12445 12545 45 1.7717
12346 12446 12546 46 1.811
12347 12447 12547 47 1.8504
12348 12448 12548 48 1.8898
12349 12449 12549 49 1.9291
12350 12450 12550 50 1.9685
12351 12451 12551 51 2.0079
12352 12452 12552 52 2.0472
12353 12453 - 53 2.0866
12354 12454 - 54 2.1260
12355 12455 - 55 2.1654
12356 12456 - 56 2.2047
12357 12457 - 57 2.2441
12358 12458 - 58 2.2835
12359 12459 - 59 2.3228
12360 12460 - 60 2.3622

ANNULAR CUTTERS FOR HMD130
Model No. Cutter OD (mm) Decimal Equiv.

17900 12 0.4724
17902 13 0.5118
17904 14 0.5512
17906 15 0.5906
17908 16 0.6299
17910 17 0.6693
17911 17.5 0.6890
17912 18 0.7087
17914 19 0.748
17916 20 0.7874
17918 21 0.8268
17920 22 0.8661
17922 23 0.9055
17924 24 0.9449
17925 24.5 0.9645
17926 25 0.9843
17928 26 1.0236
17929 26.5 1.0433
17930 27 1.063
17932 28 1.1024
17934 29 1.1417
17936 30 1.1811
17938 31 1.2205
17940 32 1.2598
17942 33 1.2992
17944 34 1.3386
17946 35 1.3779

PILOT FOR HMD130 
Model No. Description

17810 Standard Pilot for HMD130

PILOTS FOR HMD904 & HMD917 
Model No. Description

10527 25.4mm D.O.C. Pilot (16mm - 60mm)
10528 50.8mm D.O.C. Pilot (16mm - 60mm)
10531 25.4mm D.O.C. Pilot (12mm - 15mm)
10532 50.8mm D.O.C. Pilot (12mm - 15mm)
10533 25.4mm D.O.C. Pilot (13mm - 18mm)
10534 50.8mm D.O.C. Pilot (13mm - 18mm)
24131 76.2mm D.O.C. Pilot (19mm - 52mm)

 

 

HMD904 & HMD917 Annular Cutters HMD130 Annular Cutters Pilots

Trak-Star Annular Cutters for magnetic drills and 
many competitive brands. These tools feature an 
aggressive tooth geometry for faster cutting. They 
are made from high quality hardened M2 HSS and 
have a 3/4” two flat shank.

RotaLoc Plus Annular Cutters are 
made from hardened M42 HSS 
and feature the quick change 
shank for fast tool change outs. 
25mm depth.

The pilot serves three functions when used with 
“12,000 Series” cutters in a portable magnetic drill; 
1) Locate the holes centre point, 2) Initiate coolant 
flow to the centre of the tool, 3) Eject the slug at 
the end of the cut. Always use a sharp pilot for 
best results. For use with the HMD series magnetic 
drills.

ANNULAR CUTTERS FOR HMD SERIES (MADE IN USA) USA)
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BENDER – CONDUIT MANUAL

MODEL No. BE32AUS MANUAL CONDUIT BENDER  
(MADE IN UK)

FEATURES
The BE32AUS Conduit Machine will bend 16mm, 20mm, 25mm 
and 32mm galvanised and black enamel conduit. The formers are 
precision machined aluminium for improved accuracy and ease 
of use throughout the bend. The BE32AUS Conduit Machine is 
supplied with a quality pipe vice and carrying handle for ease of 
transportation also an extension lever is provided for extra leverage 
required for bending larger diameter conduit. When not in use the 
extension lever can be stored neatly on the side of the machine The 
BE32 Conduit Machine is manufactured in the UK by the last British 
manufacturer of the Hilmor brand of pipe bending machines spares 
and accessories.

SPECIFICATIONS

Capacity  16mm, 20mm, 25mm, & 32mm OD 
Electrical Steel and PVC Conduit*

Includes Vice 16/20/25/32mm Formers.
Packed Weight 34kg

Packed Dimensions 113 x 54 x 22cm (LxWxH)

DETAILS
• Used in electrical installation 
• Precision machined aluminium formers 
• Bends 16mm, 20mm, 25mm and 32mm conduit with included formers 
• Pipe vice and extension lever included

SPARE PARTS 

BLP BLP

 
 

Model No. BVICE2 2”/50mm Pipe vice Model No. BLP Bending lever pin  
BCP Centre pin

Model No. B32F 32mm Conduit former 
Model No. B25F 25mm Conduit former 
Model No. B20F 20mm Conduit former 
Model No. B16F 16mm Conduit former

   
Model No. BDP Repeat bend 
attachment (Supplied with 
bolts and pins (not shown)

Model No. BTS Tube  
stop and clip

Model No. BRC Retaining  
clips x5

Model No. BSPCA Safety  
Chain Assembly

   

Model No. BGR Grooved roller Model No. BUNIBL Universal bending 
lever Model No. BPVJ Pipe vice jaw set

REFER NEXT 
PAGE FOR SF16-

32 CONDUIT 
THREADER KIT

Capacity –16-32mm Ø  
*Steel Electrical Conduit 2.0mm thick and under all PVC conduits
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THREADER – CONDUIT, STEEL

MODEL NO. SF16-32 METRIC THREADING KIT FOR ELECTRICAL STEEL CONDUIT  
(MADE IN JAPAN)

Model No
Dies & Die Guides 

Included for Metric 
Threads (mm)

Threading 
Details Kit Contents

Kit 
Dimensions 

LxWxH (mm)

Kit 
Weight 

(kg)

SF16-32 16, 20, 25 & 32 Metric Conduit @ 
1.5mm Pitch

• 1 x Carry Case 
• 1 x Ratchet
• 4 x Cutting Dies
• 4 x Die Guides

370x135x85 6.7

Draper Ratchet Action Pipe Threading Kits 

Metric conduit external end threading kit, often referred 
to as “Warragul Dies”, these kits are suitable for 
threading electrical conduit pipes. Contains two piece 
tubular steel operating handle with rubber grip, compact 
ratchet head, cast iron and alloy steel dies.
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BENDER – BATTERY CABLE

Refer pages 14 for battery & charger details  
Refer page 26-27 for Crimping Heads and Cutting Head

MODEL No. SL-ND/CB BATTERY  
HYDRAULIC CABLE BENDER (MADE IN JAPAN)

BATTERY TOOL FEATURES
• New Pull-Pin Design for Quick Jaw Change
• Bright White, LED Lights for Working in Low Light Conditions
• Audible Bypass when Predetermined pressure is Achieved
• Tested Up To 75kV

SPECIFICATIONS
Weight 6.55 kg

Size 178L x 356W x 556H mm

Bending capacity 25.4mm OD

Head attachment

The SL-ND/CB is the first of its kind in the electrical utility industry in battery 
powered cable bending. The SL-ND/CB utilizes the pull-pin design, allowing 
technicians to change jaws from compression, to cutting, to cable bending. 
The SL-ND/CB is just one of the many ergonomic solutions, provided by 
Izumi, to help reduce strains and sprains associated with the daily tasks of 
a powerline technician. The SL-ND/CB has several different settings, so the 
tool can be used on conductor in a variety of sizes. Featuring a low profile, 
the SL-ND/CB can be used in a variety of close-quarter environments; such as 
underground vaults, meter bases and substation applications and wherever 
cable bending is required.

NOTE:  Contact cable manufacturer for specified cable bending radii and  
cable bending requirements.

Model No. Description

SL-ND/CB(CC) Tool, Bending Head Attachment, 2 Li-Ion
Batteries, Charger (AC/DC) & Case

SL-ND(CC) Tool, 2 Li-Ion Batteries & Case Only (No heads)
SL-ND Tool & Case Only (No battery or heads)
SL-CB Bending Head Attachment Only

BP-84LI Lithium-Ion Battery 14.4VDC Only
CH120 Charger AC/DC (230VAC/12-24VDC)

SL-CB 
BENDING 

HEAD

Tool sold 
seperately

SL-ND 
TOOL

SCAN 
& PLAY
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BENDER – BATTERY CABLE

MODEL No. SL-ND/CB BATTERY HYDRAULIC  
CABLE BENDER INSTRUCTIONS 

BENDING WITH THE SL-CB

1. Install the SL-CB into the Izumi SL-ND compression tools.

2.  Adjust the rollers to the position most appropriate for the cable that is going to be bent.  
There are multiple positions the rollers can be placed in (GREEN BELOW). The attached pictures are to be 
used simply as an approximate guide for reference. The rollers do not have to be re-positioned (RED BELOW).

3.  Use caution as not to bend the cable in a radius too tight that it may damage insulation or conductor. Typically, 
a bend radius should be approximately 12 times the diameter of the cable itself. A 25.4mm diameter able 
should have a 305mm radius bend. (NOTE: It is recommended to consult the manufacturer of the cable to 
obtain necessary cable bending radius before attempting to operate the SL-CB.)

4.  Position the cable between rollers and bending shoe at the center of where the radius is to begin. Advance the 
jaws to begin the bend, again using caution and not allowing the bend to become too sharp. The tool can be 
stopped at any time during the operation and released.

5.  Continue to work the cable to the proper bend radius by moving the bending jaw in 75mm to 150mm 
increments down the cable and advancing the jaw to bend.

ROLLER POSITIONING

25.4mmOD 22mmOD 18mmOD <18mmOD 18-22mmOD
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BENDER – PIPE, HYDRAULIC

PB SERIES HYDRAULIC PIPE BENDERS (MADE IN JAPAN)

FEATURES
The PB-10N & PB-15N Benders were designed to bend various sizes and various thickness of steel 
pipes without wrinkles.  
An aluminium alloy frame makes this bender lighter so that it can be easily carried to the job site.
Bending shoes are designed to bend gas pipe or steel electrical conduit - listed in the charts below. 
For use with any 700-bar hydraulic single-acting high-pressure pump. Refer Section “C” of the  
Electrical catalogue.

PLEASE NOTE: Hydraulic Pump & Bending shoes are sold separately - unless otherwise indicated

SUITABLE CONDUITS & PIPES
Model No. PB-10N PB-15N

Thin steel conduit (A) A15 (5/8”, 16mm) to A51 (2”, 50mm) to 
90° in one shot

A15 (5/8”, 16mm) to A51 (2”, 50mm) to 
90° in one shot

Gas Pipe (SGP) SGP15 (1/2”, 21.3mm) to  
SGP50 (2”, 60.3mm) to 90° in one shot

SGP15 (1/2”, 21.3mm) to  
SGP100 (4”, 114.3mm)

SPECIFICATIONS
Model No. PB-10N PB-15N
Capacity 15-50mm (1/2 - 2”) Nominal Bore Pipe 15-100mm (1/2 - 4”) Nominal Bore Pipe

Oil volume 
required 400cc 595cc

Output force 108kN 162kN
Ram stroke 250mm 250mm

Size 780mm Wide 900mm Wide

Weight 18.6kg  
(W/O PIVOT SHOES and BENDER SHOE)

28.8kg  
(W/O PIVOT SHOES and BENDER SHOE)

INCLUDES:  Frame, Cylinder, Pivot shoes (2 pieces)  
and Angle gauge

Frame, Cylinder, Pivot shoes (2 pieces)  
and Angle gauge

HINGED TOP PLATE

BENDING SHOES STEEL CONDUIT
Model No. (mm) OD Suits Model

A15 15.9 PB10N/15N
B16 21.0 PB10N/15N
A25 25.4 PB10N/15N
A31 31.8 PB10N/15N
B36 41.9 PB10N/15N
A51 50.8 PB10N/15N

*A63 63.5 PB15N
*A75 76.2 PB15N

* Segmented bending required to produce a 90° bend

BENDING SHOES GAS PIPE
Model No. (mm) OD Suits Model

**SGP-15 - 1/2” GAS 21.3 PB10N/15N
**SGP-20 - 3/4” GAS 26.9 PB10N/15N

**SGP-25 - 1” GAS 33.7 PB10N/15N
**SGP-32 - 1 1/4” GAS 42.2 PB10N/15N
**SGP-40 - 1 1/2” GAS 48.3 PB10N/15N

**SGP-50 - 2” GAS 60.3 PB10N/15N
*SGP-65 - 2 1/2” GAS 76.3 PB15N

*SGP-80 - 3” GAS 89.1 PB15N
*SGP-90 - 3 1/2” GAS 101.6 PB15N

*SGP-100 - 4” GAS 114.3 PB15N

HINGED TOP PLATE

MODEL NO. 
PB-10N 
PB-10N INC FORMERS**

MODEL NO. 
PB-15N
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BENDING, CUTTING & FAB – 
BUSBAR

BUS BAR EQUIPMENT

HYDRAULIC BUS BAR CUTTER

 

Model No. BBC-125 BBC-150
Working Pressure (Bar) 700 700

Output (Tonnes) 10 35
Weight (kg) 16 35

Bus Bar Capacity 
Cu & Al (mm) 125 x 12 150 x 15

HYDRAULIC BUS BAR BENDER

 

Model No. B-200
Output (Tonnes) 11

Weight (kg) 20
Bus Bar Capacity (mm) 200 x 10 Cu 

200 x 16 Al
Former Bending Radius 

(mm)
8 + 12 Cu 
30 + 48 Al

Maximum Bending Angle
90° (Optional 90° Bending Block and 12mm former 

for bending repeat 90° bends is also available – 
Model No. B200/90)

HYDRAULIC BUS BAR BENDER

 

Model No. 9046
Output (Tonnes) 30
Pressure (Bar) 700

Weight (kg) 192

Bus Bar Capacity (mm)
Punches bars up to 15 
Cuts bars up to 160x15 

Bends bars up to 200x20
Dimensions (mm) 1200 L x 700 W x 520 H

Adjustable Stroke (mm) 65
Supplied with 1m Rule, Set of Adaptors

Contact SF for more detail

ASSOCIATED EQUIPMENT

DSPN-12AS 230V ELECTRIC HYDRAULIC PUMP SH-70B HYDRAULIC BUS BAR PUNCH
Refer page 107 for more detail (also refer pages 

103–108 for other pumps) Refer to page 287
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BENDER – PIPE  
DIGITAL, ELECTRIC & MANUAL

DIGITAL, ELECTRIC & MANUAL PIPE BENDERS (MADE IN ITALY)

CBC pipe bending machines are of high quality. Specialised Force stock units and 
carry many accessories and parts throughout Australia.

No Mandrel

Pipe Type
9200121.5 
(UNI42A) 
DIGITAL

9200150.5 
(UNI42A) 
ELECTRIC

9200005.1 
(UNI42) MANUAL

9200345.5 
(UNI60A) 
DIGITAL

9200350.4 
(UNI60A) 
ELECTRIC

  
mm

Thick  
mm

  
mm

Thick  
mm

  
mm

Thick  
mm

  
mm

Thick 
mm

  
mm

Thick 
mm

Hard & Soft Cu, Annealed Brass 42 1.5 42 1.5 42 1.5 54 2 54 2

Steel Conduit 40 1.5 40 1.5 40 1.5 50 1.5 50 1.5

S/S AISI 304/316 30 2.0 30 2.0 30 2.0 35 3 35 3

Hydraulic Steel ST. 35.4 42 3.0 42 3.0 42 3.0 48 4 48 4

Furniture 42 3.0 42 2.0 42 2.0 48 3 48 3

FE Boiler 42 3.0 42 3.0 42 3.0 48 3 48 3

Aluminium 42 3.0 42 3.0 42 3.0 54 3 54 3

Gas 31.75  
(1-1/4”) Std 31.75 (1-

1/4”) Std 31.75  
(1-1/4”) Std 38.1  

(1-1/2”) Std 38.1  
(1-1/2”) Std

Double Coated Al Pipe 50 Std 50 Std 50 Std 63 Std 63 Std

Standard Bending Radius R3D & R4D Centre Line Radius

9200121.5 (UNI42A) 9200150.5 (UNI42A) 9200005.1 (UNI42)
DIGITAL (230V 50Hz) ELECTRIC (230V 50Hz) MANUAL (RATCHET OPERATED)

DESCRIPTION
UNI 42, electric, an accurate and powerful 

bending machine able to bend large diameters 
as well as thin and delicate pipes with optimum 
and constant bending radius and without any 

pipe deformation.

UNI 42, electric, an accurate and powerful 
bending machine able to bend large diameters 
as well as thin and delicate pipes with optimum 
and constant bending radius and without any 

pipe deformation.

UNI 42 manual, an accurate and powerful 
pipe bending machine able to bend large pipe 
diameters with optimum and constant bending 

radius and without any pipe’s deformation.

TECHNICAL
- Aluminium body 

-  Motor HP 0,75 230V 50 HZ 2800 RPM 
-  Digital control panel with microprocessor for 

programming the angle of bend. Capable of 
storing 9 bending with 9 bend per program. 
- Low tension electronic schedule (24V) 

- Electrobrake 
- Automatic return to stop 

- Aluminium body 
-  Motor HP 0,75 230V 50 HZ 2800 RPM 

- Low tension electronic schedule (24V) 
- Bending angle regulation 

- Electrobrake 
- Automatic return to stop 

- Aluminium body 
- Tempered steel gears on ball bearings 

- Maximum bending angle 180° 

DIMENSIONS (mm)
520 L x 170 W x 350 H 520 L x 170 W x 350 H 400 L x 200 W x 250 H

WEIGHT (kg)
35 35 18

SCAN 
& PLAY

SCAN 
& PLAY
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BENDER – PIPE DIGITAL, 
ELECTRICAL & ACCESSORIES

DIGITAL & ELECTRIC PIPE & TUBE BENDERS (MADE IN ITALY)

  
9200345.5 (UNI60A) 9200350.4 (UNI60A)
DIGITAL (230V 50Hz) ELECTRIC (230V 50Hz)

DESCRIPTION
UNI 60 digital, an accurate and powerful bending  machine able to bend large diameters as well as thin and delicate pipes with optimum and 
constant bending radius and without any pipe deformation.

TECHINCAL
- Aluminium body 
-  Motor HP 1,30 230V 50 HZ  

(different voltages on request) 2800 RPM 
-  Digital control panel with microprocessor for programming the angle 

of bend. Capable of storing 9 bending with 9 bend per program 
- Low tension electronic schedule (24V) 
- Bending angle regulation 
- Electrobrake 
- Automatic return to stop 

- Aluminium body 
-  Motor HP 1,30 230V 50 HZ  

(different voltages on request) 2800 RPM 
- Low tension electronic schedule (24V) 
- Bending angle regulation 
- Electrobrake 
- Automatic return to stop  

DIMENSIONS (mm) without stand
520 L x 210 W x 410 H 520 L x 210 W x 410 H

WEIGHT (kg)
60 60

ACCESSORIES

Folding stand. 

For UNI 42 (Model No. 000592.1). 

For UNI 60 (Model No. 000593.1).

Universal base, necessary for bending 
with moving plane of bend for UNI 42 
and UNI 60 (Model No. 000970)

Formers in cast-iron complete with ring 
for bending with standard radius (3 or 4 
D centre line radius).

  

Moving plane of bend complete with 
plan regulator for UNI42 & UNI60

UNI 42 digital, complete with moving 
plane of bend and universal base.

Guide is used for bending thin-wall pipes 
with formers type A-B-C-E-L-H. Rollers 
used for bending thick wall pipes

CONTACT US FOR MORE DETAILS & SPECIFICATIONS ON FORMERS & GUIDES OR VISIT OUR WEBSITE

LARGE RANGE OF 
FORMERS AVAILABLE. 

PLEASE VISIT OUR 
WEBSITE FOR MORE 

INFORMATION
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BENDING & FABRICATION – 
BUSBAR

BUS BAR FABRICATION (MADE IN GERMANY)

 
Model No. Type Description

39659 Machine with Accessories & Power Pack
SLB 125 “Package” incl. acc and Power 
Pack HA 3, includes 3 cutting & punching 

tools; 3 sets of punches & dies
31425 Optional Accessory Small step bending tool
31646 Optional Accessory Large step bending tool
31636 Optional Accessory Short leg bender
42430 Optional Accessory Special U-bender 60 mm

SCAN 
& PLAY

Model No. SLB 125 Three in One Bus Bar Fabricating
Features Advantages Technical

The unique SLB 125 three-in-one 
busbar tool guarantees effortless 
cutting, bending and punching of 
aluminium and copper busbars. 
Whether in the work shop or at the 
construction site - the basic unit 
transforms into a cutting, bending- or 
punching machine within seconds. 
Busbar fabrication from a single mould: 
Precise, simple and quick.

-Especially robust and stiff frame.
-Very high quality cutting, bending and punching.
- High operating safety with the built-in safety system.
- Lightning-swift tool changes with a minimum of 
manipulation.

- The 150 bar low-pressure system ensures a long service 
life and very fast cycle times.
- Punches  copper and aluminium busbars up to 13 mm 
thick, elongated holes up to 21 x 14 mm and round holes 
up to 21 mm in diameter.

- Busbars bent accurately up to 120° very accurate 
reproducibility of the set angle.

Depth 750 mm 
Width 750 mm 
Height 1.145 mm 
Weight 180 kg 
Operating Pressure 150 bar 
Force 180 KN 
Power rating 0.75 kW 
Voltage 230 V 1~/50 Hz 
Cutting max. 125 x 13 mm 250 N/mm2 
Punching max. ø 21 mm 
Bending max. 125 x 13 mm 250 N/mm2

Model No. BGD-5eco The Digital Bending Bench
Features Advantages Technical

The BGD-5eco sets a new standard for bus bar 
bending with outstanding precision and speed at 
economical prices. No other bending machine will 
match it‘s range of features and performance at low 
entry price levels. 
Equipped with the essential – Digital Angle Encoder 
– the BGD-5eco offers unsurpassed simplicity and 
control with full automatic spring back compensation 
and bending accuracy to 0.2°. Consequently it will 
vanquish any need for trial bends and significantly 
reduce cost on faulty bend busbars. On top, the 
digital stroke encoder minimizes idle movement 
for the absolute shortest cycle times. Additional 
accessories like step or edge benders, are also 
easy and precisely controlled by the digital stroke 
encoder. 
The new integrated hydraulic power pack takes 
bending speeds to new levels – 11.5 seconds* – for 
a finished 90° bend including full automatic spring 
back compensation

- Unsurpassed bending features at 
economic price.

- Digital Angle Encoder with 
precision to 0.2°.

- Full automatic spring back 
compensation.

- No trial bends. No set up times.
- Digital Stroke Encoder for 
minimum cycle times.

- Supplied with built in high 
performance 3-phase power pack.

- Optional step- and edge bending 
tools, for special bending 
applications.

- Tight L-, U- and Z- bends possible.
- Mobile machine on wheels for 
ease of use.

Depth 950 mm 
Width 830 mm 
Height 1.330 mm 
Weight 170 kg 
Operating Pressure 200 bar 
Force 180 KN 
Bending capacity max. 160 x 13 mm (6· x 1/2·) 
Bending radius adaptors 7.5, 10, 15 mm 
Power rating 0.75 kW 
Voltage 415VAC 3~/50 Hz. 
Oil _ flow 3.6 l/min. 
Cycle time* 11.5 sec. 
Cycle time** 
(repeat operation) 
9.4 sec. 
Minimum L-Bend 25 mm 
Minimum U-Bend 60 mm 
Minimum Z-Bend 70 mm 
*  90° bend, 120 x 10 mm busbar size, return stroke 

incl. full automatic spring back compensation.
**  90° bend, 120 x 10 mm busbar size repeated 

operation.

SLB

Can be easily 
dismantled and 

transported to site
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BENDING & FABRICATION – 
BUSBAR

SCAN 
& PLAY

BUS BAR FABRICATION (MADE IN GERMANY)

 

Model No. BGD-5.1 The Digital Bending Bench

Features Advantages

BGD-5.1 is the ideal bending machine for small series 
of busbars and individual bending work. 

• During bending operation the digital angle 
measurement with full automatic spring back 
compensation, will ensure outstanding accuracy of +/-
0.25 degrees.

• The automatic length stop, will travel up to 800 mm, 
positioning your bus bar within seconds and a precision 
of 0.5 mm.

• Last but not least, the integrated power pack takes care 
of convincing cycle times, at only 11.5 sec. for a full 90 
degree bend including spring back compensation.  

The BGD-5.1 has a USB interface to which optional a 
PC can be connected.

• There is the possibility to program serial parts either 
directly on the machine or from your PC.

• No CNC, or whatsoever programming skills are 
requested, but only the Novobend Software.

• Even complicated busbars can be created using the 
Software Novobend and are displayed graphically on 
your PC before starting the initial bending operation. 

• Digital angle encoder with precision to +/-0.25 degrees 

• Full automatic spring back compensation 

• No trial bends. No set up times 

• Supplied with built in high performance 3-phase power 
pack 

• Optional step and edge bending tools, for special bending 
applications 

• Tight L-, U- and Z-bends possible 

• Programming of serial parts using the Novobend software 
(optional) 

• USB interface for connecting a PC 

• Mobile machine on wheels for ease of use

Technical
Height 1,100mm Power Rating 0.75kW
Depth 950mm Voltage 400V  3~/50 Hz
Width 1,630mm Oil Flow 3.6L/min

Weight 300kg Cycle Time* 11.5sec

Operating Pressure 200bar Cycle Time**  
(Repeat Operation) 9.4sec

Force 180kN Minimum L-Bend 25mm
Bending Capacity Max. 160 x 13mm Minimum U-Bend 60mm

Bending Radius Adaptors 7.5, 10, 15mm Minimum Z-Bend 70mm
 
            * 90° bend, 120 x 10 mm busbar size, return stroke incl. full automatic spring back compensation.
            ** 90° bend, 120 x 10 mm busbar size repeated operation.
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BENDING & FABRICATION – 
BUSBAR

BUS BAR FABRICATION (MADE IN GERMANY)

PUNCH
Model No. Description

40800
HSBL-2 DigiPunch 160 

(containing punch with digital 
measuring system, adjustable 
work-bench, 2 x 2 m conveyor 
system,supports for conveyors)

Model No. HSBL-2 DigiPunch 160

Features Advantages Technical
With the brand-new “DigiPunch 160”, 
Novopress offers a new class of busbar 
punching performance for medium sized 
Businesses. Wherever ordinary manual 
punches are insufficient and CNC-controlled 
machines are too costly, the new “DigiPunch 
160” is the ideal mid-size solution. It reduces 
manufacturing time and cost significantly 
compared to manual punches at a very 
modest investment compared to CNC-punches. 
The very practical configuration with digital 
metering in X/Y axis and complete conveyors, 
enables a very efficient and flexible busbar 
manufacturing.

Significantly reduced manufacturing cost on 
medium to medium-large output volume. 
Optimized and speedy workflow through 
integrated conveyor system and work-bench. 
No programming or preparatory work required, 
very short set-up times. 
Fast and stepless positioning of busbars in X 
and Y axis, with 0.5 mm accuracy. 
Switching from absolute- to chain 
measurement for fast and easy progressive 
punching.

All necessary components except hyd. power 
pack and work cylinder are included in delivery.  
For operation only a regular 230VAC power 
source is needed. 
The LCD measuring system works on a 
permanent battery basis. Possible hydr. Power 
Packs: HA 1 - ES, HA 3 and HA 4. 

Length 4.300 mm 
Width 550 mm 
Height 1.900 mm 
Weight 170 kg 
Operating pressure 150 bar 
Force 150 KN

POWER PACK
Model No. Description

32530 Power Pack HA 3
33340 Power Pack HA 3 incl. 24 V controls

Model No. Power Pack HA 3

Features Advantages Technical

Leaders when it comes to switchgear 
manu facturing. Novopress hydraulic power 
packs are designed to operate at a low 150 bar 
over a wide range of applications. 
This design combines the clear advantages of 
increased work safety, and long service life for 
the tool and its attached devices. 
In addition, these hydraulic power packs are a 
byword for the high quality associated with all 
Novopress products.

For heavy duty applications and continuous 
production, the HA 3 Power Pack, is the 
professional choice. 
With a high performance drive and extended 
oil volume, the HA 3 is the ideal power pack 
for demanding busbar production, and/or 
continuous cable assembly. Available with 
or without 24 V controls for hand operated 
crimping tools.

Drive 230 V - 750 W, 4 A 
Weight 26 kg 
Height 550 mm 
Length 270 mm 
Width 260 mm 
Oil capacity 5.5 l 
Operation S 3 S 1= 
Safety class IP 55 
Hydraulic hose 2.5 m 
Operating pressure 150 bar 
Oil flow 4.0 l/min.




