
DP 3700 PROFESSIONAL RANGE   1”

The package contains: grease for hammer mechanism, oil for impact wrench 
motors, operating and maintenance manual, after-sales suggestions.

INCLUDED IN THE BOX

MAIN FEATURES

HAMMER MECHANISM

Twin hammer  

ANVIL TYPE

With ring, with hole 

AIR EXHAUST DIRECTION

Through the handle 

HAMMER MECHANISM LUBRICATION

Grease 

BEST FOR

Product code    003700.00001

Square drive    1” 

Bolt range    M40

Max torque    3200 Nm - 2360 ft-lb

Working torque    1081-2433 Nm - 800-1800 ft-lb

Weight    7,5 kg - 16.5 lbs

Free speed    6000 rpm

Impacts number    950/min

Working pressure    6.3 bar - 91 psi

Air inlet    1/2” NPT

Inner hose diameter    13 mm - 0.512 in

Length (with short anvil)   490 mm - 20 in

Side to center  55,5 mm - 2.18 in

Vibration level - triaxial   12,4 m/s 2

Sound pressure level    102 dB(A)

3-Positions power regulator.
You can change it with just one 
hand!

Font housing & backhead cover 

 

made by magnesium alloy

Inner and safe trigger

Ergonomic handle

performance & long life

Ergonomic handle

AVAILABLE
DP 3700 AL - 003700.00002

ANVIL LENGTH 198,7 mm 

WEIGHT 8,5 kg 

Heavy vehicles 

Infrastructures
 

Mobile workshops 

Energy e�cient motor for maximum

specialisedforce.com.au


