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BATTERY RATCHET CUTTERS (MADE IN JAPAN)

MODEL NO. S7 SERIES
“Series 7 battery cutter provides the IZUMI reliability with 

the versatility of a Makita battery”

GUILLOTINE RATCHET – 
BATTERY

SPECIFICATIONS

Kit Model No. Style Cuts Opening 
Ø (mm)

Dimensions 
(mm) (WxLxH)

Tool 
Weight 

incl.battery 
(kg)

Maximum Cutting Capacity for 
Material Type (mm)
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S7-K50M(BB) Ratchet Al/Cu 50 105x375x115 2.75 46 47 35 21 50 N/A
S7-K50YM(BB) Scissor Ratchet Al/Cu 50 110x302x130 3.65 46 47 35 21 50 N/A
S7-K54ACSRM Ratchet Al/Cu/ACRS 54 110x447x130 5.30 47 47 37 31.5 54 31.5

S7-K65M Ratchet Al/Cu 65 110x365x130 3.75 66 65 35 65 65 N/A

ACCESSORIES

DM18M

BL1850B

DC18RC

Model No. Style
BL1850B Makita 18v 5.0Ah Battery
DC18RC Makita 230V Battery Charger
DM18M Makita to Milwaukee Battery Adaptor

Hanging 
Hook

S7-K50M S7-K65MS7-K50YM S7-K54ACSRM

Now your IZUMI tool can be powered by a 
Milwaukee Battery. Optional Accessory Only. 
Not an IZUMI Product.

The Izumi Series 7 series ratchet style battery cable cutters were 
designed for cutting overhead and underground power cables and conductors. The rocker trigger switch is easily 
activated with one hand so that the other hand is always free to align and manoeuvre cutting material. The trigger 
also includes a SAFETY dead-man button to prevent inadvertent operation. Models feature new electronic circuit 
boards, improved powerful gear reduction magnetic motors with overload protection and lithium-Ion battery 
capacity indicator. 
SAFETY - The Rocker Switch includes a safety deadman, this means the tool cannot be inadvertently operated 
unless depressed at the same time as the rocker switch.

FEATURES
• Cutting capacity up to 65mm OD- 

covering AL/CU/ACSR model only 
(MAX-OLIVE)

• Auto reverse system after cutting
• Dial to adjust reverse distance to 

cable O.D.
• Speedy and power efficiency cut 

with  18V battery 
• LED work light for dark working site
• Switch lock to prevent operation 

error
• Made in Japan

To order complete kit which includes two batteries and 230V charger, add (BB) to kit model number in tables below.

STANDARD ACCESSORIES
• Carry Case


