
The package contains: lifting eye bolt, handle kit (in compliance with the CE 

UNI EN ISO 11148-6 norm), grease for hammer mechanism, oil for impact 
wrench motors, 4 socket head cap screws, 4 lock washers, 2 front gaskets (0,1 

mm - 0,2 mm),  operating and maintenance manual, after-sales suggestions.

INCLUDED IN THE BOX

Product code   000251.00017

Square drive   1” 

Bolt range   M18-M39

Max torque   3100 Nm - 2290 ft-lb

Working torque   700-2180 Nm - 550-1610 ft-lb

Weight   9 kg - 20 lbs

Free speed   3100 rpm

Impacts number   780/min

Working pressure   8-10 bar - 116-145 psi

Air inlet   1/2” BSP

Inner hose diameter   16 mm - 0.630 in

Length (with short anvil)  271 mm - 10.67 in

Side to center 57.5 mm - 2.26 in

Vibration level - triaxial  4,8 m/s 2

Sound pressure level   101 dB(A) 

DP 251

PERFORMANCE

Loosening

FANTASTIC 3 JAWS 
STARTING TORQUE! 

To
rq

ue
  (

N
m

)

Time  (s)

Upgraded 3-jaw hammer mechanism

3-Positions
power regulator

NEW RELEASE! MORE RESISTANT AND WITH POWER REGULATOR

Air exhaust through 
the handle

• less noise
• no harmful dust

Hammer mechanism lubrication: grease 

MAIN FEATURES

Air exhaust direction: through the handle 

Hammer mechanism: 3-jaw  

Anvil type: with ring, with hole 

BEST FOR

Industrial assembly 

Increased weight/power ratio

HEAVY DUTY IMPACT WRENCH
FOR INDUSTRIAL APPLICATION

HEAVY DUTY RANGE   1”

specialisedforce.com.au


